
Catalog 
Number UPC Size

Ship 
Case

Weight/ 
Case A B C D

1141 23377 1/2" 25 5 4 1.4375 1.3125 4.1875

1142 23201 3/4" 15 4 4.625 1.625 1.50 4.9375

1143 23202 1" 10 4 5.375 2 1.75 5.875

1144 23203 1-1/4" 10 8 7.188 2.375 2.50 7.5625

1145 23204 1-1/2" 10 9 8 2.75 2.625 8.5625

1146 23205 2" 5 8 9.563 3.375 3.125 9.8125

1147* 23206 2-1/2" 5 24 12.875 4.5625 4.625 1' 3

1148* 23207 3" 5 25 12.875 4.5625 4.625 1' 3.0625

1149* 23208 3-1/2" 4 26 12.875 5.50 5.625 1' 4.1875

1150* 23209 4" 4 26 12.875 5.50 5.625 1' 4.1875
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Features  
 • Lightweight; enables easy installation in small areas

 • Rectangular shaped conduit body with a removable cover 

 • One entrance hub at the opposite end in the back (floor)

Applications  
 • Use for a change of direction of the conduit run with the back  
  hub usually exiting through a wall

Standard Material  
 • PVC 

 • Screws - Zinc plated steel

Conduit Bodies
LB Type
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* Sizes 2-1/2" through 4" have straight (90 degree) angles/edges

1/2"-2"

1141-1146

2-1/2"-4"

1147-1150


