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Features  
 •Welded

 • 3- 1/2" deep

 • Concentric KO’s 

 • 6/32 Tab holes for mounting devices 

 • Available in 1 thru 6 gangs

Applications  
 • Solid, 3-1/2" deep, multi-gang masonry boxes are used for  
  mounting switches, plugs, outlets and other electronic and  
  electrical devices in masonry, brick and 4 inch block walls

 • Extra deep design allows for deep devices, numerous wires, switches and  
  other electronic and electrical devices

Standard Material  
 • Galvanized steel

Masonry Boxes
3-1/2" Deep
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Catalog 
Number UPC Description Sides Bottom

Cubic  
Inches

Ship 
Case

Weight/
Case

MAB91 01946 3-1/2" deep, 1 gang (8) 1/2" & 3/4" CON (2) 1/2" & 3/4" CON 21 20 14

MAB92 01947 3-1/2" deep, 2 gang (12) 1/2" & 3/4" CON (4) 1/2" & 3/4" CON 44 10 10

MAB93 01948 3-1/2" deep, 3 gang (16) 1/2" & 3/4" CON (6) 1/2" & 3/4" CON 65 10 15

MAB94 01949 3-1/2" deep, 4 gang (20) 1/2" & 3/4" CON (8) 1/2" & 3/4" CON 87 5 9

MAB95 01950 3-1/2" deep, 5 gang (24) 1/2" & 3/4" CON (10) 1/2" & 3/4" CON 108 1 2

MAB96 01951 3-1/2" deep, 6 gang (28) 1/2" & 3/4" CON (12) 1/2" & 3/4" CON 130 1 3

MAG91 01940 3-1/2" deep, 1 gang 
gangable (8) 1/2" & 3/4" CON (2) 1/2" & 3/4" CON 21 20 14

Knockouts

Gangable


