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SINK REPAIRS & DISPENSERS
BASIN MACK GASKETS
Used as a Seat Between the PO Plug 
and Underside of the Lavatory Basin

Carded  
Stk. No. O.D. Finish Style

80830 1 3⁄4” Chrome Bolt 
88952 2" Chrome Bolt

80246 11⁄4" Chrome Snap-In 
80247 11⁄2" Chrome Snap-In 
Designer Finishes: 
89344 1 3⁄4" Chrome Threaded 
89478 1 3⁄4" Stainless Threaded 
89331 1 3⁄4" Ice White Threaded

Bagged Carded 
Stk. No. Stk. No. Description

36561B, W 80346 2" O.D. x 11⁄4" I.D. x 3⁄8" Thick 
36563B   — 2" O.D. x 13⁄8" I.D. x 3⁄8" Thick

36562B, Z 88347 23⁄8" O.D. x 11⁄4" I.D. x 3⁄8" Thick 
36564B 88959 23⁄8" O.D. x 17⁄16" I.D. x 3⁄8" Thick

Carded  
Stk. No. Finish

89316 Ice White

89320 Oil Rubbed Bronze

Carded  
Stk. No. Finish

10037 Straight Chrome

10039 Straight Brushed Nickel

10041 Straight White*

10038 Curve Chrome

10040 Curve Brushed Nickel*

10042 Curve Oil Rubbed Bronze

Carded  
Stk. No. Finish

89502 Straight Chrome

89503 Straight Brushed Nickel

LIQUID SOAP DISPENSER
• Basin Mount Style
• 16 oz. Capacity
• Chrome Plated Brass Parts
• 43⁄4" Shank 

Discharge Spout 2"  
from Center of Dispenser 
13⁄4" above Basin

LIQUID SOAP DISPENSER
• Basin Mount Style
• 4 ft Hose & Bottle Stopper
• Longer Shank for Thicker Tops 

(* White or Oil Rubbed Bronze  
will not have Microban)

AIR GAP SOAP DISPENSER
• Basin Mount Style
• Plastic Body, Metal Cap Assembly
• Snaps on to Existing Air Gap

FAUCET HOLE COVERS

Threaded StyleBolt Style Snap-In Style


