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TS-1

	 TS-1  	 Toggle Switch – SP-ST – ON/OFF	 A	 EA	 1

	 TS-3  	 Toggle Switch – SP-DT-CO – ON/OFF/ON	 B	 EA	 1

	 TS-4  	 Toggle Switch – DP-ST – ON/OFF	 A	 EA	 1

	 TS-5  	 Toggle Switch – DP-DT – ON/OFF	 A	 EA	 1

These switches are available in single pole  
double pole. They are UL listed and furnished 
with screw terminals. The ratings are A:20A  
125VAC, 20 250 VAC, 1 HP at 120 240 V and 
B 15A 125/250 VAC, ¾ HP at 240 V.

Toggle Switches

CATALOG NO.	 DESCRIPTION	 RATING	 UOM	 ORDER MULTIPLE

625-B1

	 625-B1  	 Toggle Switch Cover	 EA	 5

Weatherproof body for toggle switches up to 
15/16” long.

Toggle Switch Cover

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE	

625-16-6

	 625-16-6 	 Power Supply Cord – Straight Plug	 EA	 50

	 625-16-690 	 Power Supply Cord – 90 Degree Plug	 EA	 50

Stranded bare copper	  conductors. Grounding 
conductors. PVC jacket. Right and straight 
angle male plug. 110 Volt. 16 AWG x 6’ long. 
SPT 2.

Power Supply Cord (Pigtails)

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE	

ELECTRICAL SUPPLIES cont’d

Premium grade, 7 mil thick, all-weather vinyl 
insulating tape. Performs continuously in a 
temperature ambient of up to 220°F and as 
low as 0°F. Resealable plastic case. Made in 
USA.

	 ET33	 Super 33+ Electrical Tape – 3/4” x 66’ 	 EA 	 10

Scotch 3M Super 33+ 
Electrical Tape

ET33

Premium grade, 8.5 mil thick, all-weather vinyl 
insulating tape. Performs continuously in a 
temperature ambient of up to 220°F and as low 
as 0°F. Excellent resistance to abrasion, moisture, 
acids and corrosion. Packaged in a resealable 
plastic case. Made in the USA.

	 ET44    	 Super 88 Electrical Tape – 3/4” x 66’	 EA 	 10

Scotch 3M Super 88 Electrical Tape ET44

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLECATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE	

This 7 mil premium grade electrical vinyl tape 
stretches to conform to virtually any shape that 
requires color-coded insulation. Abrasion and 
weather resistant. Measures 3/4” x 66’.

	 ET35N  	 Vinyl Electrical Tape – Orange 	 EA 	 10

	 ET35G  	 Vinyl Electrical Tape – Green 	 EA 	 10

	 ET35R  	 Vinyl Electrical Tape – Red 	 EA 	 10

	 ET35W  	 Vinyl Electrical Tape – White 	 EA 	 10

Scotch 35 Vinyl Electrical Tape ET35N

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE

This is a woven glass cloth tape designed to 
operate in 600 volt dry applications, requiring 
high mechanical strength and resistance to 
high temperatures. The glass cloth is specially 
treated and prepared to provide corrosion 
free protection. It will not shrink, rot, or burn 
and has a high tensile strength. It contains 
pressure sensitive thermosetting adhesive 
which performs as Class B temperature (266 
degrees F / 130 degrees C). Provides hear 
stable insulation for hot spot applications 
Highlight: Color  White. Width  1/2in. Length  66 
ft. Thickness  7 mil. Tensile Strength  (2) 150 lb. 
/in. Material  Glass Cloth.

Glass Cloth, Moisture 
Sealing, and Economy 
Electrical Tapes

GC275

	 GC275  	 1/2” x 66’ Glass Cloth Electrical Tape by 3M	 EA 	 10

	 GC277  	 3/4” x 66’ Glass Cloth Electrical Tape by 3M 	 EA 	 10

	 ET130C1  	 1” x 30’ Moisture Sealing Splicing Tape by 3M 	 EA 	 24

	 ET22   	 3/4” x 66’ Hiawatha Electrical Tape by 3M 	 EA 	 10

	 AT-1700   	 3/4” x 66’ TemFlex™ by 3M 	 EA 	 10

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE

This tape is suitable for use up to 175 F (80C) 
and not more than 600V. The electrical tape is  
excellent for adhesion and UL listed.

	 6-3460  	 3/4” x 60’ Economy Electrical Tape 	 EA 	 10

Economy Electrical Tape

6-3460

CATALOG NO.	 DESCRIPTION	 UOM	 ORDER MULTIPLE

ELECTRICAL TAPES
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NOTE: Item numbers in RED indicate Made in the U.S.A.




