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Heavy-Duty Pipe Cutters

Material / Diameter
Pipe Cutter Page No.

Steel / Stainless Heavy Wall Steel Cast Iron

1⁄8" - 6" Heavy-Duty 3.2

3⁄4" - 4" 4-Wheel 3.3

1⁄8" - 2" Wide-Roller 3.3

2" - 12" Hinged 3.4-3.6

11⁄2" - 8" Soil Pipe 3.4 - 3.5

PIPE CUTTER SELECTION

HEAVY-DUTY PIPE CUTTERS

• Fast, clean pipe cutting.

• Extra-long shank protects adjustment threads, while an extra-large handle is provided for quick, easy
adjustment.

• Can be converted to 3-wheel cutter by replacing rollers with cutter wheel. The 2A and 4S models can
be ordered as a 3-wheel model for use in areas where a complete turn is not possible.

• Second handle on 3-S, 4-S and 6-S models makes two-man leverage possible on large pipe sizes.

Catalog
No.

Model No. Description
Pipe Capacity Nominal Size Weight

in. mm lb. kg

32820
2-A

Heavy-Duty
1/8 - 2

3 - 50
7 3.2

32825 2-A 3-Wheel Heavy-Duty 3 - 50

32830 3-S
Heavy-Duty

1 - 3 25 - 80 15 6.9

32840
4-S 2 - 4

50 - 100
18 8.2

32845 4-S 3-Wheel Heavy-Duty 50 - 100

32850 6-S Heavy-Duty 4 - 6 100 - 150 22 10Nos. 3-S, 4-S & 6-S

No. 2-A
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Heavy-Duty Pipe Cutter Replacement Wheels

Pipe Cutters

(Original Product)
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Catalog
No.

Model
No.

Standard
Pack

Blade
Exp.

Application/Material

33220 E-109 1 .360 • • • Cast Iron

44185 E-1032 6 .450 ▲ ▲ • • Steel Pipe & Ductile Iron

44190 E-1032S 6 .450 ▲ ▲ ▲ ▲ S.S. Pipe

33135 E-1962 1 .265 ▲ ▲ ▲ • ▲ ▲ • ▲ ▲ • ▲ ▲ Grey Cast Iron

33225 E-2632 1 .244 • Cast Iron

83140 E-3186 1 .680 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ Steel & Ductile Iron HW

75557 E-4266 4 .665 ▲ ▲ • ▲ ▲ • ▲ ▲ • Heavy Wall Steel

75572 E-2267 4 .400 ▲ • Cast & Ductile Iron

33105 F-3 6 .312 ▲ ▲ • ▲ ▲ ▲ ▲ Steel & Ductile Iron

33110 F-3S 6 .312 ▲ ▲ ▲ ▲ ▲ ▲ ▲ S.S. Pipe

33115 F-119 1 .132 ▲ ▲ ▲ ▲ ▲ ▲ ▲ Grey Cast Iron

33125 F-229 6 .411 ▲ ▲ • ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ • Steel & Ductile Iron

33130 F-229S 6 .411 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ S.S. Pipe

75567 F-366 4 .375 • ▲ Steel Pipe

33145 F-367 1 .470 • Steel & Ductile Iron

33150 F-367-S 1 .470 ▲ S.S. Pipe

33155 F-383 1 .265 ▲ Grey Cast Iron

33100 F-514 6 .312 • • ▲ • • ▲ ▲ Steel & Ductile Iron

33120 F-515 6 .411 • • ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ Steel & Ductile Iron

75562 F-546 4 .433 ▲ • ▲ ▲ • ▲ ▲ • ▲ Steel Pipe

l Denotes Cutter Wheels furnished with original product. ▲ Denotes alternate Cutter Wheel.

Always use genuine RIDGID® cutter wheels. These wheels are precision-machined from high-grade

steel and are engineered for long life and maximum cutting accuracy.


