
WATER SUPPLY 
CONNECTORS - FAUCET

Stainless steel braiding provides maximum protection 
against bursting.

Braided stainless steel lengths range from 9” to 48”

Ample inside diameter for high flow capacity

Won’t kink or crease, even in the tightest of spaces

Lead free compliant with NSF 61 and all other lead free laws

No other connector on the market comes close to the 
toughness of a Fluidmaster® PRO Series Connector. Made 
of a tough polymer core encased in braided stainless steel 
wire, these connectors go above and beyond what’s required 
by code. Backed by a 10-year warranty, these connectors 
are only found where other PRO Series products are sold. 

10 year warranty
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SPRO FAUCET WATER SUPPLY CONNECTORS

PRO1F09 3/8" COMP.  X 
1/2" F.I.P. 9 25 7 X 10 X 5 0.20 5 0 39961 00718 6 100 39961 00718 3

PRO1F12 3/8" COMP.  X 
1/2" F.I.P. 12 25 7 X 14 X 5 0.28 6 0 39961 10012 2 100 39961 10012 9

PRO1F16 3/8" COMP.  X 
1/2" F.I.P. 16 25 8 X 17 X 5 0.39 7 0 39961 10016 0 100 39961 10016 7

PRO1F20 3/8" COMP.  X 
1/2" F.I.P. 20 25 8 X 17 X 5 0.39 8 0 39961 10020 7 100 39961 10020 4

PRO1F24 3/8" COMP.  X 
1/2" F.I.P. 24 10 7 X 14 X 5 0.28 3 0 39961 00719 3 100 39961 00719 0

PRO1F30 3/8" COMP.  X 
1/2" F.I.P. 30 25 8 X 17 X 5 0.39 10 0 39961 10030 6 100 39961 10030 3

PRO1F36 3/8" COMP.  X 
1/2" F.I.P. 36 10 8 X 17 X 5 0.39 6 0 39961 00720 9 100 39961 00720 6

PRO1F48 3/8" COMP.  X 
1/2" F.I.P. 48 10 8 X 17 X 5 0.39 10 0 39961 00721 6 100 39961 00721 3

PRO4F12 1/2" F.I.P.  X 
1/2" F.I.P. 12 25 7 X 14 X 5 0.28 5 0 39961 10015 3 100 39961 10015 0

PRO4F16 1/2" F.I.P.  X 
1/2" F.I.P. 16 25 8 X 17 X 5 0.39 6 0 39961 10017 7 100 39961 10017 4

PRO4F20 1/2" F.I.P.  X 
1/2" F.I.P. 20 25 8 X 17 X 5 0.39 8 0 39961 10018 4 100 39961 10018 1

PRO4F30 1/2" F.I.P.  X 
1/2" F.I.P. 30 25 8 X 17 X 5 0.39 9 0 39961 10019 1 100 39961 10019 8

PRO6F12 3/8" COMP.  X 
3/8" COMP. 12 25 7 X 14 X 5 0.28 6 0 39961 10024 5 100 39961 10024 2

PRO6F16 3/8" COMP.  X 
3/8" COMP. 16 25 8 X 17 X 5 0.39 6 0 39961 00726 1 100 39961 00726 8

PRO6F20 3/8" COMP.  X 
3/8" COMP. 20 25 8 X 17 X 5 0.39 7 0 39961 10025 2 100 39961 10025 9

PRO8F12
3/8" COMP.  X 

3/8" O.D. COPPER 
TUBING COUPLING

12 25 7 X 14 X 5 0.28 6 0 39961 10026 9 100 39961 10026 6

PRO8F16
3/8” COMP.  X 

3/8” O.D. COPPER 
TUBING COUPLING

16 25 8 X 17 X 5 0.39 6 0 39961 00727 8 100 39961 00727 5

PRO8F20
3/8” COMP.  X 

3/8” O.D. COPPER 
TUBING COUPLING

20 25 8 X 17 X 5 0.39 8 0 39961 10027 6 100 39961 10027 3
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UPC SCCI 2 OF 5

Fluidmaster’s 8F tapered sleeve compression connectors are for direct connection from faucet to angle stop only. Do not use as extension. 
Male threads are for connection to copper tubing only. Fluidmaster will not be responsible or liable for improper use of these products.

FluidmasterPRO.com


