
WATER SUPPLY 
CONNECTORS - TOILET

Stainless steel braiding provides maximum protection 
against bursting.

Braided stainless steel lengths range from 6” to 20”

Won’t kink or crease, even in the tightest of spaces

10 year warranty

Braided stainless steel 
lengths range from 6” to 20”
Available with plastic or metal ballcock nuts

No other connector on the market comes close to the 
toughness of a Fluidmaster® PRO Series Connector. Made 
of a tough polymer core encased in braided stainless steel 
wire, these connectors go above and beyond what’s required 
by code. Backed by a 10-year warranty, these connectors 
are only found where other PRO Series products are sold. 
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SPRO TOILET WATER SUPPLY CONNECTORS

PLASTIC NUT TOILET CONNECTORS

PRO1T06 3/8" COMP.  X 
7/8" BALLCOCK 6 25 7 X 10 X 5 0.20 4 0 39961 00822 0 100 39961 00822 7

PRO1T09 3/8" COMP.  X 
7/8" BALLCOCK 9 25 7 X 10 X 5 0.20 5 0 39961 10011 5 100 39961 10011 2

PRO1T12 3/8" COMP.  X 
7/8" BALLCOCK 12 25 7 X 14 X 5 0.28 6 0 39961 10013 9 100 39961 10013 6

PRO1T16 3/8” COMP.  X 
7/8” BALLCOCK 16 25 8 X 17 X 5 0.39 7 0 39961 10028 3 100 39961 15004 9

PRO1T20 3/8" COMP.  X 
7/8" BALLCOCK 20 25 8 X 17 X 5 0.39 6 0 39961 10014 6 100 39961 10014 3

PRO4T09 1/2" F.I.P. X
7/8" BALLCOCK 9 25 7 X 10 X 5 0.20 5 0 39961 10021 4 100 39961 10021 1

PRO4T12 1/2" F.I.P. X
7/8" BALLCOCK 12 25 7 X 14 X 5 0.28 6 0 39961 10022 1 100 39961 10022 8

PRO4T16 1/2" F.I.P. X
7/8" BALLCOCK 16 25 8 X 17 X 5 0.39 7 0 39961 00732 2 100 39961 00732 9

PRO4T20 1/2" F.I.P. X
7/8" BALLCOCK 20 25 8 X 17 X 5 0.39 6 0 39961 10023 8 100 39961 10023 5

METAL NUT TOILET CONNECTORS 
Ideal to pair with PRO45B

PRO1T09M 3/8" COMP.  X 
7/8" BALLCOCK 9 25 7 X 10 X 5 0.16 6 0 39961 41185 3 100 39961 42182 8

PRO1T12M 3/8" COMP.  X 
7/8" BALLCOCK 12 25 7 X 14 X 5 0.23 7 0 39961 41186 0 100 39961 42183 5

PRO1T16M 3/8" COMP.  X 
7/8" BALLCOCK 16 25 8 X 17 X 5 0.39 7 0 39961 41187 7 100 39961 42185 9

PRO1T20M 3/8" COMP.  X 
7/8" BALLCOCK 20 25 8 X 17 X 5 0.39 7 0 39961 41188 4 100 39961 42186 8
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