
CATEGORY 1 Professional Plumbing-Grade Multi-Purpose Cement 

790™ Multi-Purpose Clear, Medium-Bodied, Fast-Setting
• Medium-bodied, fast-setting, low-VOC multi-purpose 

cement for all classes and schedules with interference  
fit through 6" (160 mm) diameter, Sch. 80 through 4"  
(110 mm) diameter

• High-strength cement for PVC and CPVC pipe and fittings

Product Code Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

10260 ¼ Pt. Can with Applicator Cap 107900051 012181-102602 0.29 24 8

10259 ½ Pt. Can with Applicator Cap 107900041 012181-102596 0.41 24 15

10258 Pt. Can with Applicator Cap 107900031 012181-102589 0.42 12 14

10257 Qt. Can with Applicator Cap 107900021 012181-102572 0.78 12 27

11248 Gal. Can with Screw-on Cap 107900011 012181-112489 1.21 6 53

794™ ABS-PVC Transition Green, Medium-Bodied, Fast-Setting
• Medium-bodied, fast-setting, low-VOC transition cement for 

all classes and schedules with interference fit through 6" 
(160 mm) diameter (not for Schedule 80)

• Specifically designed for use on ABS to PVC transition joints 
in non-pressure systems

• Suitable for sewer, DWV, and conduit
Product Code Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

13369 ¼ Pt. Can with Applicator Cap 13369 012181-133699 0.29 24 8

10275 ½ Pt. Can with Applicator Cap 107940741 012181-102756 0.41 24 15

10274 Pt. Can with Applicator Cap 107940731 012181-102749 0.42 12 14

10273 Qt. Can with Applicator Cap 107940721 012181-102732 0.78 12 28

10272 Gal. Can with Screw-on Cap 107940711 012181-102725 1.21 6 54
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