
CATEGORY 1 Professional Plumbing-Grade PVC Specialty Cement

737™ PVC Turf ‘N Ag™ Blue, Medium-Bodied, Very Fast-Setting
• Medium-bodied, very fast-setting, low-VOC PVC cement for all 

classes and schedules with interference fit through 8" (200 mm) 
diameter, Schedule 80 through 4" (110 mm) diameter

• Works well in wet conditions and/or quick pressurization
• Blue color fades to clear in sunlight

• High quality blue cement has a slightly higher viscosity making it 
ideal for turf and agricultural applications and excellent for PVC 
Well casing

• Can be used without primer on non-pressure systems  
if local codes permit

Product Code Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

11985 ¼ Pt. Can with Applicator Cap 107370951 012181-119853 0.29 24 8

11984 ½ Pt. Can with Applicator Cap 107370941 012181-119846 0.41 24 15

10990 Pt. Can with Applicator Cap 107370931 012181-109908 0.42 12 14

10989 Qt. Can with Applicator Cap 107370921 012181-109892 0.78 12 28

10988 Gal. Can with Screw-on Cap 107370911 012181-109885 1.21 6 53

727™ PVC Hot ‘R Cold™ Clear, Medium-Bodied, Very Fast-Setting
• Medium-bodied, very fast-setting, low-VOC PVC cement for all 

classes and schedules with interference fit through 6" (160 mm) 
diameter, Schedule 80 through 4" (110 mm) diameter

• Premium formula for all weather conditions (-15°F to 110°F, 
-26°C to 43°C)

• Excellent for industrial, irrigation, electrical conduit, pool &  
spa and plumbing, including PVC foam core pipe

• Can be used without primer on non-pressure systems if local 
codes permit

Product Code Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

10842 Pt. Can with Applicator Cap 107270031 012181-108420 0.42 12 14

10841 Qt. Can with Applicator Cap 107270021 012181-108413 0.78 12 28

10840 Gal. Can with Screw-on Cap 107270011 012181-108406 1.21 6 53

735™ PVC Wet ‘N Fast™ Blue, Medium-Bodied, Extremely Fast-Setting
• Medium-bodied, extremely fast-setting, low-VOC PVC cement  

for all classes and schedules with interference fit through 6" 
(160 mm) diameter, schedule 80 through 4" (110 mm) diameter

• Plumbing quality cement for wet conditions and/or quick 
pressurization

• Can be used without primer on non-pressure systems if local 
codes permit

Product Code Product Description Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

12498 ¼ Pt. Can with Applicator Cap 107350951 012181-124987 0.29 24 8

12497 ½ Pt. Can with Applicator Cap 107350941 012181-124970 0.41 24 15

12496 Pt. Can with Applicator Cap 107350931 012181-124963 0.42 12 14

12495 Qt. Can with Applicator Cap 107350921 012181-124956 0.78 12 27

12494 Gal. Can with Screw-on Cap 107350911 012181-124949 1.21 6 53
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