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Adjustable 3 N 1® Aluminum Base Roof Flashings
¢ Adjustable multi-size flashing fits 1 %" — 3" and
3" —4" vent pipe
o Tested for ultraviolet, ozone and weather resistance
Product Code # Product Description

81715 (&J=z 103" x 14 15" Base for 114", 1 15", 2" or 3" Vent Pipe AB31

e Elastomer collar heat tested to 180°F

o Fits any roof pitch to 45°

¢ Approved for type “B” installations
Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case
012181-817155  1.780 20 13

= 81719 BxJ== 18" x 18" Base for 3" or 4" Vent Pipe

81718 RxJ=z 18" x 18" Base for 1 4", 1 %", 2" or 3" Vent Pipe ~ AB3118  012181-817186  2.590 15 17
81717 R&J== 12" x 16" Base for 3" or 4" Vent Pipe AB34 012181-817179  1.660 20 15
AB3418  012181-817193  2.590 15 17

Adjustable 3 N 1® Copper Base Roof Flashings
o Adjustable multi-size flashing fits 1 %" - 3" and
3" —4" vent pipe
e Tested for ultraviolet, ozone and weather resistance

Product Code # Product Description

e Elastomer collar heat tested to 180°F
e Fits any roof pitch to 45°
¢ Approved for type “B” installations
Model Number UPC Barcode Cubic ft./Case Units/Case Lbs/Case

81940 Rz 10 34" x 14 %" Base for 1 ¥4", 1 12", 2" or CB31 012181-819400 0.847 5 7
© 3"VentPipe
81941 @i"\‘ 12" x 16" Base for 3" or 4" Vent Pipe CB34 012181-819415 0.915 5 8

Adjustable 3 N 1® Rain Collars

o (Can be used to repair the elastomer sealing collar on all
types of residential “no caulk” roof vent flashings quickly
and easily

e Eliminates the need for a mastic or caulking type messy
repair job

*(Can be used to instantly repair a leak during a wet period,
until the flashing can be replaced at a later time

Product Code # Product Description
81720 &)= Collar for 1 14", 1 15", 2" or 3" Vent Pipe

eLarge size covers the entire existing elastomer collar
o Fully tested for ultraviolet, ozone and weather resistance
e Individual sizes and multi-size adjustable models available

o Better appearance than a mastic repair job, which means a
more satisfied customer

Model Number UPC Barcode
RC31 012181-817209

Cubic ft./Case Units/Case Lbs/Case
0.650 20 5

81722 &= Collar for 3" or 4" Vent Pipe

RC34 012181-817223  0.650 20 5

Standard Size Rain Collars

Can be used to repair the elastomer sealing collar on all
types of residential “no caulk” roof vent flashings quickly
and easily

« Eliminates the need for a mastic or caulking type messy
repair job
¢ Fully tested for ultraviolet, ozone and weather resistance
 Better appearance than a mastic repair job
Product Code # Product Description

Can be used to instantly repair a leak during a wet period,
until the flashing can be replaced at a later time

el arge size covers the entire existing elastomer collar
¢ For patching leaking no-caulk-style flashings
e|ndividual size and multi-size adjustable models available

Model Number UPC Barcode Cubic ft/Case Units/Case Lbs/Case

81725 Collar for 1 %2" Vent Pipe RC1 012181-817254  1.080 100 15
81730 Collar for 2" Vent Pipe RC2 012181-817308  1.080 100 15
81735 Collar for 3" Vent Pipe RC3 012181-817353  1.660 75 16
81740 Collar for 4" Vent Pipe RC4 012181-817407  1.660 75 16
81745 Collar for %2", %", 1" Vent Pipe (25 bag) RC5 012181-817452  1.080 100 16

Custom powder-coated colored flashings available, call customer service for availability.

Caution: Do not use Petroleum base mastics, sealing compounds or paints on collar portion of all flashings, on all hardbase, flexible or rain collars.
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