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Polypropylene Fittings
The PP Range of inch size push-in fittings is produced in white polypropylene

and fitted with EPDM seals.

Polypropylene has the advantage of being more chemically resistant than acetal.

Working Pressures and Temperatures
Water 10 Bar at 20˚C

4 Bar at 60˚C

Minimum Temperature 1˚C

Other technical information is shown on page 34.

STRAIGHT ADAPTOR NPTF Thread

PART NO. TUBE THREAD
OD NPTF

PP010821W 1/4 - 1/8
PP010822W 1/4 - 1/4
PP010823W 1/4 - 3/8
PP011222W 3/8 - 1/4
PP011223W 3/8 - 3/8
PP011224W 3/8 - 1/2
PP011623W 1/2 - 3/8
PP011624W 1/2 - 1/2

EQUAL TEE

PART NO. TUBE
OD

PP0208W 1/4
PPM0208W 5/16
PP0212W 3/8
PP0216W 1/2

PP0208W-B 1/4 Blue Collet

EQUAL ELBOW

PART NO. TUBE
OD

PP0308W 1/4
PPM0308W 5/16
PP0312W 3/8
PP0316W 1/2

PP0308W-B 1/4 Blue Collet

EQUAL STRAIGHT CONNECTOR

PART NO. TUBE
OD

PP0408W 1/4
PPM0408W 5/16
PP0412W 3/8
PP0416W 1/2

STEM ELBOW

PART NO. STEM TUBE
OD OD

PP220808W 1/4 - 1/4
PPM220808W 5/16 - 5/16
PP221208W 3/8 - 1/4
PP221212W 3/8 - 3/8
PP221616W 1/2 - 1/2

PP221212W-B 3/8 - 3/8 Blue Collet

REDUCING STRAIGHT 
CONNECTOR

PART NO. TUBE TUBE
OD OD

PP201208W 3/8 - 1/4
PP201612W 1/2 - 3/8

STEM TEE

PART NO. TUBE OD TUBE OD TUBE OD
END END BRANCH

PP531212W 3/8 3/8 3/8

REDUCING ELBOW

PART NO. TUBE TUBE
OD OD

PP211008W 5/16 - 1/4
PP211208W 3/8 - 1/4
PP211612W 1/2 - 3/8

REDUCING TEE

PART NO. TUBE OD TUBE OD TUBE OD
END END BRANCH

PP30080812W 1/4 1/4 3/8
PP30120812W 3/8 1/4 3/8
PP30121208W 3/8 3/8 1/4
PP301612W 1/2 1/2 3/8




