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••1/4” MIP brass lower connection

••Applicable with air, water, oil 
and gas (anything which does 
not attack brass)

••Not for use on oxygen service

••Class 2.5-2% accuracy

••Individually boxed

••Shatterproof face

••Steel case

featurfeatures and benefits:es and benefits:A

B

C

PART NO. DESCRIPTION A B C
2” FACE
❑ G60-015 15 PSI 2” 3” 1”
❑ G60-030 30 PSI 2” 3” 1”
❑ G60-060 60 PSI 2” 3” 1”
❑ G60-100 100 PSI 2” 3” 1”
❑ G60-160 160 PSI 2” 3” 1”
❑ G60-200 200 PSI 2” 3” 1”
❑ G60-300 300 PSI 2” 3” 1”

2 1/2” FACE
❑ G61-015 15 PSI 2 1/2” 3 1/4” 1”
❑ G61-030 30 PSI 2 1/2” 3 1/4” 1”
❑ G61-060 60 PSI 2 1/2” 3 1/4” 1”
❑ G61-100 100 PSI 2 1/2” 3 1/4” 1”
❑ G61-160 160 PSI 2 1/2” 3 1/4” 1”
❑ G61-200 200 PSI 2 1/2” 3 1/4” 1”
❑ G61-300 300 PSI 2 1/2” 3 1/4” 1”

3 1/2” FACE
❑ G62-030 30 PSI 3 1/2” 4 1/4” 1”
❑ G62-060 60 PSI 3 1/2” 4 1/4” 1”
❑ G62-100 100 PSI 3 1/2” 4 1/4” 1”
❑ G62-200 200 PSI 3 1/2” 4 1/4” 1”
❑ G62-300 300 PSI 3 1/2” 4 1/4” 1”
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