
125Jones Stephens   |   Phone 1-800-355-6637   |   Fax 1-800-462-6991   |   www.jonesstephens.com 

C

Roofing Repair

Aluminum Roof Flashing

• Double seal neoprene collar

PART NO. DESCRIPTION FLANGE CTN/MSTR
R45150 1-1/4” and 1-1/2” 8-3/4” x 12-1/2” 1/12
R45200 2” 8-3/4” x 12-1/2” 1/12
R45300 3” 10-3/4” x 14-1/2” 1/12
R45400 4” 12” x 16” 1/12

All Neoprene Roof Flashing

• Double seal neoprene collar

PART NO. DESCRIPTION FLANGE CTN/MSTR
R50150 1-1/4” and 1-1/2” 9” x 11-3/8” 1/20
R50200 2” 9” x 11-3/8” 1/20
R50300 3” 10” x 13-1/4” 1/20
R50400 4” 12” x 14-3/4” 1/20

Neo-poly Roof Flashing

• Poly vinyl base
• Neoprene collar

PART NO. DESCRIPTION FLANGE CTN/MSTR
R57150 1-1/4” and 1-1/2” 9-1/4” x 13” 1/12
R57200 2” 9-1/4” x 13” 1/12
R57300 3” 11-1/8” x 15” 1/12
R57400 4” 12” x 15-1/2” 1/12

Lead Roof Flashing
• Southeastern Code
• 2-1/2 pounds
 Multi pitch from flat to 12”

• CARTON QUANTITIES ONLY

PART NO. DESCRIPTION FLANGE CTN/MSTR
R70150 1-1/2” 8-1/2” x 10-1/2” 12/12
R70200 2” 8-1/2” x 10-1/2” 12/12
R70300 3” 10-1/2” x 11-1/2” 6/6
R70400 4” 10-1/2” x 11-1/4” 6/6

Flexible Discharge Hose
• Ideal for sump pumps, centrifugal pumps, and submersible 

pumps
• Kits include 24’ hose, threaded adapter and steel clamp

PART NO. DESCRIPTION CTN/MSTR
C29123 1 1 2” flex dichage hose kit 1/5
C29124 1 1 ” flex dichage hose kit 1/5

Rooftite® Hi-Heat Silicone Flashing
• Silicone range is designed for high temperature applica-

tions up to 390°F
• Ideal for corrugated metal roofs
 Can be used on flat roofs

• Pipe diameter markings
• For plumbing, heating, air conditioning, electrical or exhaust 

vents
• Pleated cone adjusts to any pitch up to 45° F
• Ozone and UV resistant

PART NO. DESCRIPTION CTN/MSTR
R16100 0” - 2-3/4” 1/25
R16101 2” - 6-1/8” 1/20
R16107 6” - 10-1/32” 1/10
R16108 9-1/2” - 14-3/4” 1/10

Rooftite® Roof Flashing
 Made of PDM with flexible aluminum base

• -30°F to +250°F
• Ideal for corrugated metal roofs
 Can be used on flat roofs

• Pipe diameter markings
• For plumbing, heating, air conditioning, electrical or  

exhaust vents
• Pleated cone adjusts to any pitch
• Ozone and UV resistant

PART NO. DESCRIPTION CTN/MSTR
R15109 0” - 1-1/4” 1/20
R15100 0” - 2-3/4” pipe 1/20
R15101 2” - 6-1/8” pipe 1/20
R15107 6” - 10-1/32” pipe 1/10
R15108 9-1/2” - 14-3/4” pipe 1/10

Galvanized Roof Flashing

• Double seal neoprene collar
• UPC listed, BOCA ad SBCCI approved

PART NO. DESCRIPTION FLANGE CTN/MSTR
R40150 1-1/4” and 1-1/2” 8-3/4” x 12-1/2” 1/12
R40200 2” 8-3/4” x 12-1/2” 1/12
R40300 3” 10-3/4” x 14-1/2” 1/12
R40400 4” 12” x 16” 1/12

Items marked with the Jones Stephens logo are “You Need It...We Got It” Items.




