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PART NO. PIPE SIZE CTN/MSTR
T31001 1-1/2” 24/192
T31002 2” 24/96
T31003 3” 24/48
T31004 4” 24/48
T31006 6” 4/16
T31000 Replacement wing nut 1/5000

Economy Test Plug
 
� Galvani]ed steel flanges
• Fits cast iron and plastic pipe
• Neoprene rubber gasket

Combination Test Plug

Raised Head Countersunk

� Test up to three floors at once
• Combination test plug and 

cleanout
• Fits Schedule 40 DWV pipe
• Positive sealing
• No metal parts to rust

PART NO. DESCRIPTION CTN/MSTR
T34001 1-1/2” raised head 1/392
T34002 2” raised head 1/288
T34003 3” raised head 1/200
T34004 4” raised head 1/128
T34006 6” raised head 1/54
T34008 8” raised head 1/24
T34012 2” countersunk 1/288
T34013 3” countersunk 1/200
T34014 4” countersunk 1/128

PART NO. PIPE SIZE THREAD ID CTN/MSTR
T34150 1-1/2” 1.780 1/50
T34200 2” 2.255 1/50
T34300 3” 3.375 1/50
T34350 3-1/2” 3.900 1/50
T34400 4” 4.336 1/50

T-Cone Cleanout Repair Plugs
• Easily repairs damaged or corroded metal or plastic 

cleanout threads

“Plum-Tite” Mechanical Test Plugs
• High density plastic construction
• Neoprene gasket
• Extra large wingnut
• Rust and corrosion proof

PART NO. PIPE SIZE CTN/MSTR
T37001 1-1/2” 10/200
T37002 2” 10/150
T37003 3” 10/40
T37004 4” 10/40
T37006 6” 5/20
T37008 8” 5/10

Repair/ Test Caps and Plugs

PART NO. IPS BODY LENGTH CTN/MSTR
E09050 1/2” 5-3/4” 1/160
E09075 3/4” 6-3/4” 1/120
E09100 1” 7-3/4” 1/54
E09125 1-1/4” 9” 1/40
E09150 1-1/2” 10” 1/35
E09200 2” 10-1/2” 1/24
E09250 2-1/2” 13” 1/3
E09300 3” 14-1/2” 1/3
E09400 4” 14-1/2” 1/3

PVC Expansion Coupling

• Rated 200 PSI

PART NO. TUBING SIZE CTN/MSTR
C13050 1/2” (5/8” OD) 20/360
C13075 3/4” (7/8” OD) 20/240

CPVC Compression Coupling
• For use on hot water lines
• 100 PSI at temperatures up to 180°F
• Tubing sizes copper and plastic tubing
• EPDM gaskets
• Ribbed body and nuts for gripping
• Pipe ends must be restrained

PART NO. CTS IPS BRANCH CTN/MSTR
C19050 1/2” 3/8” 1/2” FIP 1/112
C19051 3/4” 1/2” 1/2” FIP 1/96
C19075 3/4” 1/2” 3/4” FIP 1/96

Bronze Compression Tee
• FIP branch
• EPDM gaskets
• Pipe ends must be restrained
• Bronze coated brass bodies and nuts
• Maximum 125 PSI at temperatures up to 180°F
• For use on galvanized pipe and copper tubing (check sizes)

PVC Compression Tee
• For use on cold water lines only
• Ribbed body and nuts for gripping
• Fits both IPS and Schedule 40 pipe
• EPDM gaskets
• 150 PSI at 73°F
• Threaded branch

PART NO. SIZE CTN/MSTR
C17050 1/2” 25/100
C17075 3/4” 1/90
C17100 1” 15/60
C17125 1-1/4” 1/40
C17150 1-1/2” 1/30
C17200 2” 1/20

Items marked with the Jones Stephens logo are “You Need It...We Got It” Items.




