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SC1—SCrew Cover jUnCtion boxeS—tyPe 1

indUStry StandardS
•	NEMA		Type	1
•	UL	50—Type	1
•	CUL	Type	1	(Equivalent	to	CSA)

NK=no knockout, NP=no paint

•	 	Covers	have	teardrop	slots	for	easy	
installation and are attached to body 
with plated screws.

•	 	Grounding	emboss	provided	with	
green plated grounding screw.

•	 	Holes	are	incorporated	into	the	back	
of enclosure for mounting.

finiSh
•	 	ANSI	61	gray	polyester	powder	

coating inside and out unless 
otherwise specified.

aCCeSSorieS
•	 	Replacement	Covers	–	see	 

Covers, pg. B5.
•	 	Touch-up	paint	–	see	 

Accessories, pg. B34.
•	 	Wood	Back	Panels	–	see	 

Panels, pg. B18-B19.
•		Replacement	Screws	–	see	 

Accessories, pg. B34.

cAtALog NUMBEr prodUct fAMiLY Upc NUMBEr 
7-84572- 

WEight 
(LBs)

cArtoN  
QUANtitY W X h X d

kNockoUt
A sidE B sidE

444-SC1 SC1C 10650 2.2 6 4 x 4 x 4 B-C NONE
444-SC1-NK SC1C 10652 2.2 6 4 x 4 x 4 NONE NONE

444-SC1-NK-NP SC1C 15483 2.2 6 4 x 4 x 4 NONE NONE
464-SC1 SC1C 10704 2.8 4 4 x 6 x 4 B-C B-C-D

464-SC1-NK SC1C 10705 4.5 4 4 x 6 x 4 NONE NONE
464-SC1-NK-NP SC1C 19632 2.8 4 4 x 6 x 4 NONE NONE

464-SC1-NP SC1C 31193 2.8 4 4 x 6 x 4 B-C B-C-D
663-SC1 SC1C 10790 2.9 12 6 x 6 x 3 B-C-D B-C-D

663-SC1-NK SC1C 10791 2.9 12 6 x 6 x 3 NONE NONE
663-SC1-NK-NP SC1C 21830 2.9 12 6 x 6 x 3 NONE NONE

664-SC1 SC1C 10801 3.4 9 6 x 6 x 4 B-C-D NONE
664-SC1-NK SC1C 10803 3.4 9 6 x 6 x 4 NONE NONE

664-SC1-NK-NP SC1C 10804 3.4 9 6 x 6 x 4 NONE NONE
664-SC1-NP SC1C 16191 3.4 9 6 x 6 x 4 B-C-D NONE

666-SC1 SC1C 10818 4.5 6 6 x 6 x 6 B-C-D NONE
666-SC1-NK SC1C 10819 4.5 6 6 x 6 x 6 NONE NONE

aPPliCation
•	 	Designed	for	use	as	a	junction	box	

or pull box.
•	 	For	indoor	use	to	provide	protection	

against contact with enclosed      
equipment where moisture and  
dust are not a problem.

ConStrUCtion
•	 	Enclosure	and	cover	are	

manufactured from 16, 14, or  
12 gauge g90 steel.

•	 	Available	with	or	without	 
knockouts. For no knockouts,  
refer to suffix -nK in catalog  
number.

•	 	Available	with	or	without	paint.	
For no paint, refer to suffix -nP in 
catalog number. note: Unpainted 
enclosures	are	made	from	galvanized	
steel.
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Utility requirements for this equipment may vary . always consult the serving utility  
for their requirements before ordering or installing equipment in this catalog .


