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HIGH IMPACT STEEL CAP

SLIM DRIVE SHAFT

General Information Tool Specifications

Part # Description Bit Type Shaft Length Shaft Type Rating Certification

48-22-2211 #1 Phillips Insulated Screwdriver P#1 3" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2212 #2 Phillips Insulated Screwdriver P#2 4" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2213 #3 Phillips Insulated Screwdriver P#3 6" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2221 1/4" Slotted Insulated Screwdriver SL 1/4" 6" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2222 5/16" Slotted Insulated Screwdriver SL 5/16" 7" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2223 3/8" Slotted Insulated Screwdriver SL 3/8" 8" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2224 3/8" Slotted Insulated Screwdriver SL 3/8" 10" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2231 3/16" Cabinet Insulated Screwdriver CAB 3/16" 4" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2232 3/16" Cabinet Insulated Screwdriver CAB 3/16" 6" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2233 3/16" Cabinet Insulated Screwdriver CAB 3/16" 8" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2241 #1 ECX™ Insulated Screwdriver ECX™#1 4" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2242 #2 ECX™ Insulated Screwdriver ECX™#2 4" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2251 #1 Square Insulated Screwdriver SQ#1 3" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2252 #2 Square Insulated Screwdriver SQ#2 4" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.

48-22-2253 #3 Square Insulated Screwdriver SQ#3 6" Dual Layer Insulated 1000V UL® Classified, ASTM F1505-10, IEC 60900:2004, NFPA 70E, 2012 ed.
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General Information Tool Specifications Application Specifications

Part # Description Bit Type Shaft Length Shaft Type Steel Cap

48-22-2021 1/4" Slotted Screwdriver SL 1/4" 4" Wrench-Ready Hex YES

48-22-2022 5/16" Slotted Screwdriver SL 5/16" 6" Wrench-Ready Hex YES

48-22-2023 3/8" Slotted Screwdriver SL 3/8" 8" Wrench-Ready Hex YES
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