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These sealing gums are a non-hardening, water-resistant, 

formulated from the highest quality materials. 

They are non-staining, non-bleeding, and have excellent 

adhesion, they are supplied in ready-to-use extruded 

beads or bulk slugs. 

Presstite Pergamum is specifi cally designed to exclude dirt, 

dust and moisture from joints. 

Constant exposure to extreme conditions (like those encountered 

by trailers) is one of the most diffi cult industrial sealing problems 

that can be solved with these sealing gums. 

Also excellent for use in sealing around window units and refrigerated cases.

Parker Virginia Presstite Permagum
Sealing Gum

● Seals out moisture, dust and dirt.

● Resistant to water, water vapor, tempera-

ture, alcohol, and mild acids or caustics.

● Service temperature range from -34°C to70°C.

● Excellent adhesion to wood, metal, plas-

tics, glass, as well as many other surfaces.

● on-staining, non-drying

What’s in it for you?

Applications Methods: 
• Adhering surfaces should be clean and dry • Place Permagum over opening to be sealed and gently press into place with thumbs.

Product Name Part Number Quantity Size - Type - Weight

PP33 475298 1 Cords (0.4 cm x 30 m)

PP36 475300 12 Cords (0.95 cm x 7.5 m)

PP22 475296 24 Slugs 1 kg


