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Also available in  
         5 gal. pail       

Application • One component, general purpose fire-rated 
sealant and smoke seal for construction joints  
and through-penetrations on both  
horizontal and vertical surfaces  
• Non-sag caulking grade sealant  
that is easy to apply as well as  
to retrofit • Can be used in  
areas under constant  
vibration or movement                                       
Recommended for  
• Metal • Insulated  
• Fiberglass and plastic pipes  
• Wall construction joints  
• Power and telephone  
cables   

Code    Description Qty.

66648 10.3 oz. cartridge 12

66383 30 oz. cartridge 12

66385 20.2 oz. sausage pack 12

66389 5 gal. 1

 Metacaulk® MC 150+  General purpose firestop sealant

 F E AT U R E S

• Water-based - VOC compliant
• STC rating 51
• Excellent freeze-thaw
• Use for most common  
 applications
 

F E AT U R E S

• Sound rated
• Excellent freeze-thaw
• STC rating 53
 

Application • One component, general  
purpose sealant and smoke seal  
• Intumescent, water-based, non-sag  
caulking grade sealant that is  
easy to apply and great for  
retrofits • Suitable for  
dynamic movement
Recommended for  
• Metal • Insulated  
• Fiberglass & plastic pipes  
• Wall construction joints  
• Power & telephone cables   

 

Code    Description Qty.

66616 10.3 oz. cartridge 12

66611 20.2 oz. sausage pack 12

66613 5 gal. 1

 Metacaulk® 350i
 

Elastomeric seal firestop sealant

Application • Used in systems where dynamic movement is expected
• Resistant to chemical exposure
Recommended for • PVC pipe on closed (pressure) systems 
• EMT • Insulated and uninsulated steel pipe • Construction and  
control joints • Interior expansion joints 

 Metacaulk® 835+
 

Elastomeric, Silicone firestop sealant

 F E AT U R E S

• Exterior / Interior use
• Water resistant
• STC rating 55
 

Code    Description Qty.

66645 10.15 oz. cartridge 12

66019 5 gal. 1

F
irestopping


