
THE LEADING BRAND IN  
PORTABLE POWER TRANSFER EQUIPMENT
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POWER INLET BOXES 
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Model# Amps Rating, VAC Config Dimensions (H x W x D) Shipping Wgt . UPC

PB15 15A 15A@125V 5-15 6 x 3.75 x 3.25 2 8-15181-01338-7

PB20 20A 20A@125/250V L14-20 6 x 3.75 x 3.25 2 8-51890-00007-2

PB30 30A 30A@125/250V L14-30 6 x 3.75 x 3.25 2 8-51890-00008-9

PB31 30A 30A@125V L5-30 6 x 3.75 x 3.25 2 8-15181-01339-4

PB50 50A 50A@125/250V CS6375 6 x 3.75 x 3.25 2 8-51890-00028-7

PB51 50A 50A@125V CS6377 6 x 3.75 x 3.25 2 8-15181-01340-0

The Raintight NEMA 3R power inlet box is designed for use with any transfer switch, generator-ready load center, as well as many stand-alone 
applications. The power inlet box is usually installed outdoors, in an area where the generator is being used. Using one of the four combination 
1/2-inch and 3/4-inch knockouts (One on each side, bottom and back) the power inlet box can be wired directly to the transfer switch or panel. 
The exclusive patented design provides generous wiring space and facilitates rough-in.

NEMA 3R
Rated

POWDER COATED  
STEEL

PRE-WIRED BUILT-IN 
GROUNDING

SPRING-LOADED 
WEATHERPROOF COVER

EASY ACCESS TO 
WIRING TERMINALS FOR 
QUICK AND SIMPLE 
INSTALLATIONS


