
Barrel Locks and Keys

Number 6 Lock and Key
Description
Designed specifically for utilities, the reliable 
performance of the Number 6 Locking System 
makes it a smart security investment.

Benefits/Advantages
u	 Smooth plunger design and heavy spring for 

pick resistance.
u	 Barrel designed for strength and durability.
u	 Plated and case hardened components for 

long life and corrosion protection.
u	 Meets interchangeability requirements with 

other manufacturers’ locks and keys.
u	 Stainless steel construction

Number 5 and 5A Lock and Key
Description
Unique key and plunger design offers an 
increased level of security above conventional 
barrel locks at reasonable cost.

Benefits/Advantages
u	 Dimensionally interchangeable with other 

barrel locks.
u	 Barrel designed for strength and durability.
u	 Plated and case-hardened steel components 

for long life and corrosion protection. 
u	 Available in copper, cadmium, or chromate 

finishes for visual identification.

Number 4 Lock and Key
Description
Manufactured for utilities for over 50 years, the 
Number 4 Locking System will inexpensively 
meet your security requirements.

Benefits/Advantages
u	 Barrel designed for added strength and 

durability.
u	 Plated and case hardened steel components 

for long life and corrosion protection.
u	 Available in copper, cadmium or chromate 

finishes for visual identification.
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We have barrel lock and key systems for your specific applications that may also be compatible with your current systems.  
For further information, please call our Sales Department at 203.384.2281 or visit our web site at www.highfield-mfg.com

Lock – 93180124

Lock – 93180100 Lock – 93180101

Lock – 93180128

Key – 93480136

Key – 93480130 Key – 93480131

Key – 93480132

Key – 93480134

Lock & Key – 93480133

Lock – 93180125


