
To place your order call 1-800-621-5622; fax 1-800-535-9538
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Part Case
Number Description Logo Color Qty �

86-136 Fire/Smoke & Draft Sealant Boss Red 12
86-139 Fire Mortar Boss Black 12
86-340G Fast Cure Polyurethane Adhesive/Sealant Boss Grey 12
86-341 Polyurethane Adhesive/Sealant Boss White, Gray, Black, Limestone, Bronze 12

86-360W Acrylic Latex Painters Caulk Boss White 12
86-362W Acrylic Tub ‘n’ Tile Caulk Boss White 12
86-367 Elastomeric Adhesive Sealant Boss White, Clear 12
86-370A HVAC/R Silicone Sealant Protech Aluminum 12
86-370C HVAC/R Silicone Sealant Protech Clear 12
86-370W HVAC/R Silicone Sealant Protech White 12
86-376R High Temp Silicone Sealant Protech Red 12
86-333 Expanding Foam Sealant (12 Oz. Can) Boss — 12
86-814 Intumescent Latex Firestop Sealant Boss Red 12
86-815 Firestop Insert for Electrical Outlet Boxes Boss Black 50

(Sizes: 4 x 4 x 1/8, 4 x4 x 1/4, 4 x 2x 1/8, 4 x 2 x1/4)
86-816R Intumescent Firestop Sealant Boss Red 12

PROTECH™ and Boss Caulking, Sealants, Adhesives & Lubricants
86-376R High Temp Red Silicone Sealant:
� Sealing and encapsulating heating elements in appliances,
stove & furnace vent pipes.

� Moving oven belts.

� Industrial ovens.

� Bag filters on smoke stacks.

� Other critical bonding, sealing, potting, encapsulating &
protective coating where parts must perform at high temps

86-333 Expanding Foam Sealant:
� Easy-to-use, multi-purpose urethane foam.

� Expands to three times its original volume.

� Adheres to all building materials except Teflon, silicone &
polyethelene.

� Seals by expanding into gaps, cracks and crevices.

� Uses include insulating, sealing and filing gaps around
pipes, plumbing fixtures, ductwork and foundations.

� UL Classified.

86-814 Intumescent Latex Firestop Sealant:
� Interior/Exterior use on virtually any surface.

� Remains flexible.

� VOC compliant.

� Excellent freeze/thaw properties.

� Safe to use and handle.

� Water clean-up.

� 24 month shelf life.

� Applied with a conventional caulking gun.

� Red color.

86-815 Firestop Insert for Electrical Outlet Boxes:
� Cost effective - fast and easy to install.

� Peel and stick to inside of metal electrical outlet box.

� Safe to use, completely non-toxic.

� Two standard sizes available - no trimming required.

� Intumescent - expands whenexposed to heat and fire.

� Meets all acoustical requirements.

86-816R Intumescent Firestop Sealant:
� Mildew resistant. � Water based and paintable.

� Remains flexible. � 2 year shelf life.

� VOC compliant.

� Excellent freeze/thaw properties.

� Safe to use and handle.

� Bonds quickly with excellent adhesion.

See our Caulking Guns in Tools and Instruments Section.

SUPPLIES & HARDWARE

� All prices based on quantity of one. Must order in multiples of case quantity shown. Orders received for quantities other
than those shown will be rounded up. Partial case quantities cannot be returned.




