## MOTOR ACEESSORIES



Blower Motor Shell Screw Mounting Kit

| PART NO | $\begin{aligned} & \text { MOTOR FRAME } \\ & \text { SIZE (IN) } \end{aligned}$ | NOM MOTOR DIAMETER (IN) | NOM BLOWER MOUNTING BOLT CIRGLE DIM (IN) | BLOWER MOUNTING BOLT CIRCLE DIM (IN) | NUMBER OF ARMS | ATTACHMENT ARM OVERALL LENGTH B (IN) |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| AE-58384-81 | 48 | 5-5/8 | 16 | 13-1/4, 16, 18-3/4 | 4 | $\begin{gathered} 1 / 2,3 / 4,1,1-1 / 4 \\ 1-1 / 2,1-3 / 4,3-5 / 16 \end{gathered}$ |
| AE-61698-82 | 48 | 5-5/8 | 14-13/16 | $\begin{gathered} 12-13 / 16 \\ 14-13 / 16,16-13 / 16 \end{gathered}$ | 4 | $\begin{aligned} & 1 / 4,3 / 4,1-1 / 4 \\ & 3-5 / 16,4-5 / 16 \end{aligned}$ |

## Condenser Motor Plate Mount Kit

- Allows use of thru-bolt motors to be mounted in condenser grilles that require shell screw mounting
- Bracket dimensions: 6" $\times 5-7 / 8^{\prime \prime} \times 1^{\prime \prime}$ (Fits many Rheem, Ruud, and WeatherKing grilles)
- Pre-drilled slots and holes work well with thrubolt patterns on 48 frame motors with the following thru-bolt pattern dimensions:
- Square pattern: Bolt Circle 5.187" (approximately $5-3 / 16^{\prime \prime}$ ), or 3.668 " (approx

3-43/64") distance between mounting bolts

- Square pattern: Bolt Circle 5.125" (approximately 5-1/8"), or 3.624" (approximately 3-5/8") distance between mounting bolts
- Rectangular pattern: 3" $\times 4.25^{\prime \prime}$ (approximately $3^{\prime \prime} \times 4-1 / 4^{\prime \prime}$ ) distance between mounting bolts
- Minor modifications may be necessary with some 42 and 48 frame motors

| Part no | DESCRARTIION |
| :--- | :--- |
| AS-55306-82 | Condenser Motor Plate Kit |



## Condenser Motor Ring Mount Kit

- Fits 48 frame motors (5-5/8 in. diameter)
- Three mounting arms; adjustable for positioning around motor
- Mounting slots allow for a 7 in. to 8-3/16 in.
bolt circle diameter
- Mounting arm slot width can accommodate up to 5/16 in. bolt sizes

| PART NO | dESCRIPTION |
| :--- | :--- |
| $56-23001-05$ | Condenser Motor Ring Mount Kit |



## Motor Case Studs

- Contains four 7 in. long $\times 8$-32 threaded studs
- Includes twelve 8-32 nuts and washers

| PART NO | dESGRIPTION |
| :--- | :--- |
| $56-23001-03$ | Bolt Kit - Shell Stud |



## Resilient Rings Kit

- Allows for conversion of a thru-bolt motor to fit a resilient type mounting base
- Mounting brackets will fit popular thru-bolt patterns: 3.68 " x 3.68" or $3.63^{\prime \prime} \times 3.63^{\prime \prime}$ square patterns, and $3^{\prime \prime} \times 4.25$ " rectangular patterns
- Rubber isolator rings are approximately 2-1/2" diameter
- Extra metal split rings and an assortment of thru-bolt nuts are provided for securing the mounting brackets

| PART NO | DESCRIPTION |
| :--- | :--- |
| 56-23001-07 | Resilient Ring Kit |

