
Description
Model Number

Factory Installed

Electric Heater Kits

RXJJ-A06* (J,C,D)

See Heater Kit
Electric Table

RXJJ-A15* (C,D,Y)
RXJJ-A20* (C,D,Y)
RXJJ-A24* (C,D,Y)

RXJJ-A10* (J,C,D)
RXJJ-A11* (J,C,D)
RXJJ-A12* (J,C,D)
RXJJ-A15* (J,C,D)
RXJJ-A20* (J,C,D)
RXJJ-A21* (J,C,D)
RXJJ-A24* (J,C,D)

Roofcurb 14" RXKG-CAD14 RXKG-CAD14 No
Roofcurb 24" RXKG-CAD24 RXKG-CAD24 No

Roofcurb Adaptors
RXRX-BBCDB21

N/A NoRXRX-BBCDB22
RXRX-BBCDB23

Economizer with Single Enthalpy RXRD-MECM3 RXRD-MCCM3 Yes
Dual Enthalpy Kit RXRX-AV02 RXRX-AV02 No
CO2 Sensor RXRX-AR02 RXRX-AR02 No

Power Exhaust RXRX-BGF04* (C or D)
(use C for J voltage)

RXRX-BGF03*
(C,D,Y) No

Fresh Air Damper Manual RXRF-FBA1 RXRF-FCA1 No
Fresh Air Damper Motorized RXRF-FBB1 RXRF-FCB1 No

Rectangular to Round 18"
Duct Adaptors for Concentric Diffuser RXMC-CB03 N/A No

Rectangular to Round 20"
Duct Adaptors for Concentric Diffuser RXMC-CB04 RXMC-CC04 No

Concentric Diffuser 18" Step 
(Side discharge) RXRN-FA60 N/A No

Concentric Diffuser 20" Step 
(Side discharge) RXRN-FA65 RXRN-FA65 No

Concentric Diffuser 18" Flush RXRN-FA70 N/A No
Concentric Diffuser 20" Flush RXRN-FA75 RXRN-FA75 No
Rectangular to Round 16" Side RXMC-BB01 N/A No
Louver Kit (3 Sides) RXRX-AAD01B RXRX-AAD01B Yes
Time Delay RXMS-B01 N/A Yes
Low Ambient Control to 0°F [-18ºC] RXPZ-G01 RXPZ-G01 Yes
Thermostats See Thermostat Spec Sheet (T11-001) No

3-5 Ton [10.6-17.6 kW]
(RJNL/RJPL)

6 Ton [21.1 kW]
(RJNL)

ACCESSORY EQUIPMENT

*Voltage
J = 208-230 VAC-1PH-60HZ D = 460 VAC-3PH-60HZ
C = 208-230 VAC-3PH-60HZ Y =  575 VAC-3PH-60HZ

NOTES: ➀ Economizer is designed for downflow
or horizontal applications.

[ ] Designates Metric Conversions
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ROOFCURBS (Full Perimeter)
� Rheem’s new roofcurb design can be utilized on 

3 through 6 ton [10.6-21.1 kW] models.

� Two available heights (14" [356 mm] and
24" [610 mm]) for ALL models.

� Quick assembly corners for simple and fast assembly.

� Opening provided in bottom pan to match the 
“Thru the Curb” electrical connection opening 
provided on the unit base pan.

� 2" [51 mm] x 4" [102 mm] Nailer provided.

� Insulating panels provided.

� Sealing gasket (28" [711 mm]) provided
with Roofcurb.

� Packaged for easy field assembly.

[ ] Designates Metric Conversions

TYPICAL INSTALLATION

Roofcurb Model Height of Curb
RXKG-CAD14 14" [356 mm]
RXKG-CAD24 24" [610 mm]
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