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Part 
Numbers

Description Application Capacity Inlet 
Size

Outlet Size Reducer 
Bushing 

(NPT)

Pressure Regulator Setting

710-203 Hydraulic Snap- 
Action Low Capacity

Recreational 
vehicles

70,000 BTU Natural Gas, 
112,000 BTU LP

1/2” 1/2” (2) 1/2” 
x 3/8”

NA

710-205 Hydraulic Snap- 
Action Low Capacity

Wall 
furnaces

70,000 BTU Natural Gas, 
112,000 BTU LP

1/2” 1/2” (2) 1/2” 
x 3/8”

3.5” WC 
Natural Gas

710-402 24 Volt Low Capacity Wall 
furnaces 

70,000
BTU

1/2” 1/2” (2) 1/2” 
x 3/8”

3.5” WC 
Natural Gas

710-501 Millivolt Low Capacity Space 
heaters

70,000
BTU

1/2” 1/2” (2) 1/2” 
x 3/8”

NA

710-502 Millivolt Low Capacity Space 
heaters

70,000
BTU

1/2” 1/2” (2) 1/2” 
x 3/8”

3.5” WC 
Natural Gas

710-503 Millivolt Low Capacity Fireplace 
control

70,000
BTU

1/2” 3/8” NA Hi-Lo Adjustable 1.7” to 3.5” WC 
Natural Gas

710-508 Millivolt Low Capacity Fireplace 
control

70,000
BTU

3/8” 3/8” 
Straight-thru

NA 3.5” WC Natural Gas

710-511 Millivolt Low Capacity Fireplace 
control

70,000
BTU

1/2” 3/8”  
Straight-thru

NA Hi-Lo Adjustable 1.7” to 3.5” WC 
Natural Gas

Part 
Numbers

Capillary 
Length

Electrical Rating Comments

710-203 36” NA Hydrophilic Valve

710-205 36” NA Hydrophilic Valve

710-402 NA 24V DC @ 0.2 Amps,  
12V AC @ 0.18 Amps

Use standard thermocouple

710-501 NA 250mV to 750mV Use two lead thermopiles only

710-502 NA 250mV to 750mV Use two lead thermopiles only

710-503 NA 250mV to 750mV Use two lead thermopiles only

710-508 NA 250mV to 750mV Special dropout safety magnet to meet Canadian specifications used with 
quick-dropout pilot assembly 1819-100. 

710-511 NA 250mV to 750mV Special dropout safety magnet to meet Canadian specifications used with 
quick-dropout pilot assembly 1819-100. Use two lead thermopiles only.

Specifications continued

Specifications

150-2582_RevB Uni-Line_2017_Catalog_English-.indd   11 4/17/17   10:11 AM




