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FULL COMPLIANCE WITH THE AMERICANS 
WITH DISABILITIES ACT (ADA) 

Saniflo’s vitreous china toilets are designed to be durable with a high gloss finish for an easy-to-clean surface. These floor 
mounted, rear discharge toilets have the desired height to meet comfort and aesthetics to provide a unique style. Saniflo’s 

high efficiency toilets use 1.28 gallons per flush, and are recognized by the EPA’s water-saving WaterSense program. 
Complete toilet system comes with everything needed for installation including a stylish soft-close toilet seat.

SANIFLO’S TOILET SYSTEMS

ROUND FRONT TOILET BOWL  •  Part No. 083  |  INSULATED TOILET TANK  •  Part No. 005

ELONGATED FRONT TOILET BOWL  •  Part No. 087  |  INSULATED TOILET TANK  •  Part No. 005

For use with SANIACCESS3, SANIPLUS, SANIBEST PRO and SANIACCESS2

TECHNICAL SPECIFICATIONS
•  Vitreous wash-down style bowl with integral p-trap which uses 1.28 GPF.
•  Rear-outlet white bowl with 16-3/4" seating height for added comfort.
•  Insulated tank to prevent condensation supplied with fill and flush valves.
•  Bowl and tank come equipped with all the necessary mounting hardware.
•  Large 3" trapway with water spot measuring 4-1/2" x 3-3/4".
•  IAPMO Listed / EPA Watersense labeled / 1 year limited warranty.
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TECHNICAL SPECIFICATIONS
•  Vitreous wash-down style bowl with integral p-trap which uses 1.28 GPF.
•  Rear-outlet white bowl with 16-3/4" seating height is ADA compliant.
•  Insulated tank to prevent condensation supplied with fill and flush valves.
•  Bowl and tank come equipped with all the necessary mounting hardware.
•  Large 3" trapway with water spot measuring 4-1/2" x 3-3/4".
•  IAPMO Listed / EPA Watersense labeled / 1 year limited warranty.
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