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300OS
PERIMETER FLOOR REGISTER

• Heavy-gauge stamped face

• One-piece, stamped, straight,
 hemmed lanced face

• Lances 9/16" on center

• 30° angle of deflection

• Foot-operated, multi-shutter air
 volume control

• Brown or Bright White enamel finish

STAMPED FACE

FLOOR REGISTERS

P.O. Box 831950 •  Richardson, Texas 75083-1950 • (800) 992-VENT (8368) • www.selkirkinc.com

Job Name Architect 

Location  Engineer 

Contractor 

Industry standard tolerances apply. Specif ications are subject to change without notice.

Ser ies 300 Steel Floor Perimeter
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MATERIAL: Cold rolled steel.
FACE: One piece stamped straight lance. Lances are spaced 1/2” on center and set at a 

30 degree angle of deflection.
DAMPER: Foot operated multi-shutter air volume control. 

FINISH: Brown or white (optional).
PACKAGING: Individually plastic wrapped with multiple units per corrugated shipping carton.

MODELS/DAMPERS
DEFLECTION GRILLE MSD
PERIMETER — 300*
TOE SPACE 301 —
* Available with 165˚ fusible link– ADD PREFIX “FL” .
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Model 301

 Model Material Damper
 300OS Steel MS

302A
FLOOR DIFFUSER

• Welded construction

• Foot-operated dial control

• Brown or Bright White enamel finish

• Multi-angle fin setting

• Rolled fin for strength and safety

 Model Material Damper
 302A Steel MS

301
TOE SPACE GRILLE

• Heavy-gauge stamped face

• Multi-angle fins

• Brown or Bright White enamel finish

 Model Material Damper
 301 Steel none




