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PowerPEX™

Tub/Shower Pressure Connector
• Perfect for sweat connection to standard tub/shower valves
• MIP and FIP swivel connections mean no torch  

at the tub/shower valve
• Made from Type L copper tube
• Elongated tailpiece allows for rigid bracket attachment

632X263

Item No Connection
Dimensions

Pkg Min 
Qty

Case 
QtyA B C

632X143 ⅜" F1807 × ½" MSWT 4" 2¼" 1¼" B 50 50
632X243 ½" F1807 × ½" MSWT 4" 2¼" 1¼" B 50 50
632X243PK ½" F1807 × ½" MSWT 4" 2¼" 1¼" C* 20 20
632X263 ½" F1807 × ½" MSWT 6" 2¼" 1¼" B 50 50
632X283 ½" F1807 × ½" MSWT 8" 2¼" 1¼" B 50 50
632X263X ½" F1807 × ½" MIP swivel 6" 3" 1¼" B 50 50
632X263Y ½" F1807 × ½" FIP swivel 6" 3" 1¼" B 50 50
632X364 ¾" F1807 × ¾" MSWT 6" 4" 1¾" B 50 50
632X3412 ¾" F1807 × ¾" MSWT 4" 12" 1¾" B 50 50
632X458 1" F1807 × 1" MSWT 5" 8" 2" B 25 25
632X4512 1" F1807 × 1" MSWT 4" 12" 2" B 25 25
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DO NOT use 
pipe dope on 
FIP threads

DO NOT use 
pipe dope on 
FIP threads

Except 
632X263X

Related Products
ShowerUp™ Kits p 62


