
Schedule 80 CPVC Technical
Schedule 80 CPVC Pipe Dimensions & Pressure Ratings

Pipe - CPVC Schedule 40 Plain 
End
10' Lengths

Pipe - CPVC Schedule 40 Plain 
End
20' Lengths

Made in the U.S.A. Suitable for Oil-Free air handling to 25 psi, not for distribution of compressed air or gas
See Spears® Product Sourcebook for product Offerings Page 54

Part Number Size L AVG.O.D. Minimum
Wall

Approx. Wt.
(Lbs./Ft)

PD-400-001C-10 1/8 10 .405 .068 .09
PD-400-002C-10 1/4 10 .540 .088 .09
PD-400-003C-10 3/8 10 .675 .091 .12
PD-400-005C-10 1/2 10 .840 .109 .18
PD-400-007C-10 3/4 10 1.050 .113 .23
PD-400-010C-10 1 10 1.315 .133 .35
PD-400-012C-10 1-1/4 10 1.660 .140 .47
PD-400-015C-10 1-1/2 10 1.900 .145 .56
PD-400-020C-10 2 10 2.375 .154 .77
PD-400-025C-10 2-1/2 10 2.875 .203 1.20
PD-400-030C-10 3 10 3.500 .216 1.57
PD-400-040C-10 4 10 4.500 .237 2.23
PD-400-050C-10 5 10 5.563 .258 2.87
PD-400-060C-10 6 10 6.625 .280 3.94
PD-400-080C-10 8 10 8.625 .322 5.95
PD-400-100C-10 10 10 10.750 .365 8.53
PD-400-120C-10 12 10 12.750 .406 10.83
PD-400-140C-10 14 10 14 .437 23.25
PD-400-160C-10 16 10 16 .500 18.16
PD-400-180C-10 18 10 18 .562 22.96
PD-400-200C-10 20 10 20 .593 29.97
PD-400-240C-10 24 10 24 .687 30.99

Part Number Size L AVG.O.D. Minimum
Wall

Approx. Wt.
(Lbs./Ft)

PD-400-001C 1/8 20 .405 .068 .09
PD-400-002C 1/4 20 .540 .088 .09
PD-400-003C 3/8 20 .675 .091 .12
PD-400-005C 1/2 20 .840 .109 .18
PD-400-007C 3/4 20 1.050 .113 .23
PD-400-010C 1 20 1.315 .133 .35
PD-400-012C 1-1/4 20 1.660 .140 .47
PD-400-015C 1-1/2 20 1.900 .145 .56
PD-400-020C 2 20 2.375 .154 .77


