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 Cylinders & Tanks
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    O.D. Height w/valves Weight
 Part# UPC# Approx. Cap. cu. ft. Inches Inches Lbs. CGA Connection

 MC 40032 10.00 4.00 15.00 8.00 200

 B 40033 40.00 6.00 23.25 25.5 520

 R 40034 20.00 5.25 18.5 12.7 540

 R40 40035 40.00 7.00 22.5 32.00 540

 N20 40036 20.00 5.25 18.5 12.7 580

 N40 40037 40.00 7.00 22.5 32.00 580

 N60 40041 60.00 7.00 27.00 39.00 580

 MDC 40030 14.1 oz. 3.00 11.00 2.00 600

 PDC 40031 14.1 oz. 3.00 11.00 1.75 600

Acetylene

Oxygen

Nitrogen

*Propane

*MAP//Pro™

All tanks are shipped empty. • *Sold in case lot quantity only - 12 per case. - Disposable Propane and MAP//ProTM cylinders are  
shipped full and meet DOT 39NRC specifications. MAP//ProTM is a trademark of  Worthington Industries. 

Protect yourself against shortages
by checking the cylinder contents

with a Test Gauge.
Reading of Contents: 

•Oxygen Pressure 1800-2200 PSI
 •Acetylene Pressure 1/4, 1/2, 3/4 or FULL

•Nitrogen Pressure 1800-2200 PSI

 Part# UPC# Description

 TGCB 41250 “B” Tank Test Gauge

 TGCMC 41251 “MC” Tank Test Gauge

 TGCN 41252 Nitrogen Tank Test Gauge 

 TGCO 41253 Oxygen Tank Test Gauge


