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ViegaProPressisthetrustedcopperpressjoiningsolution.Sinceits
introductionin1999,ithasreducedoveralljobcosts,savedtime
andincreasedreliabilityonjobsitesacrosstheglobe.Viegaisthe
onlycompanywithSmartConnect,anengineeredfeaturethathelps
installerseasilyidentifyanunpressedfitting,providingthemwith
addedconfidenceintheirconnections.Withsystem-matchedtools
andjaws,connectionsaremadeinlessthansevenseconds,making
ViegaProPresssuitableforvirtuallyanytypeofproject.

FEATURES AND BENEFITS

• Availableinsizes½"to4"
• Customizablewiththreesealingelements,EPDM,HNBRandFKM
• Morethan600engineeredfittingconfigurationsforcopper
• Approvedformorethan150differentapplications

CODES AND STANDARDS
• ABS:AmericanBureauofShipping
• CRN:CanadianRegistrationNumber
• CSAInternational:CanadianStandardsAssociation
• FM:FMGlobal
• IAPMO:UniformPlumbingCode
• ICC:InternationalPlumbingCode
• NFPA13,13Dand13R:FireSprinklerApplications
• NSF/ANSI61:DrinkingWaterSystemComponentsHealthEffects
• NSF/ANSI372:DrinkingWaterSystemComponentsLeadContent
• PHCC:NationalStandardPlumbingCode
• UL:UnderwritersLaboratories

LISTINGS AND CERTIFICATIONS
• CRN0A14541.5A/B/C
• CSAMSE-13
• FMClass1920
• IAPMOPS117
• ICC-ESPMG-1037
• NSF61
• NSF372
• ULC/ORD213

ZERO LEAD
ReferencestoZeroLeadthroughoutthispublicationmeanproduct
meetingtherequirementsofNSF61-Gthroughtestingunder
NSF/ANSIStandard372(0.25%orlesspercentmaximumweighted
averageleadcontent).

NOTE
AGreenDotonaViegaProPressfittingindicatestheSmartConnect
featurewithanEPDMsealingelement.
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 Viega  ProPress  XL-C  tee
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0918XL

P1 P2 P3 Wt [lb] Quantity Part No  DG 

2½ ¾ 2½ 2.059 1 20684  8
2½ 1 2½ 2.014 1 20689  8
2½ 1¼ 2½ 2.081 1 20694  8
2½ 1½ 2½ 2.204 1 20699  8
2½ 2 ¾ 1.397 1 20704  8
2½ 2 1 1.424 1 20709  8
2½ 2 1½ 1.670 1 22283  8
2½ 2 2 1.840 1 22278  8
2½ 2 2½ 2.169 1 20714  8
2½ 2½ ½ 1.483 1 22303  8
2½ 2½ ¾ 1.463 1 22298  8
2½ 2½ 1 1.521 1 22293  8
2½ 2½ 1¼ 1.631 1 22288  8
2½ 2½ 1½ 1.809 1 20803  8
2½ 2½ 2 1.940 1 20688  8
2½ 2½ 2½ 2.292 1 20683  8
3 ¾ 3 2.953 1 20719  8
3 1 3 2.885 1 20724  8
3 1¼ 3 2.927 1 20729  8
3 1½ 3 3.044 1 20727  8
3 2 2 2.330 1 20732  8
3 2 2½ 2.605 1 20734  8
3 2 3 2.953 1 20739  8
3 2½ 2 2.466 1 20744  8
3 2½ 2½ 2.865 1 20749  8
3 2½ 3 3.183 1 20754  8
3 3 ½ 1.945 1 20759  8
3 3 ¾ 1.984 1 22323  8
3 3 1 2.063 1 22308  8
3 3 1¼ 2.129 1 22313  8
3 3 1½ 2.327 1 20798  8
3 3 2 2.499 1 20698  8
3 3 2½ 2.903 1 20703  8
3 3 3 3.251 1 20693  8
4 3 2 4.038 1 20774  8
4 3 3 4.915 1 20784  8
4 4 ½ 3.372 1 20788  8
4 4 ¾ 3.399 1 20793  8
4 4 1 3.652 1 20794  8
4 4 1¼ 3.665 1 20795  8
4 4 1½ 3.791 1 20808  8
4 4 2 4.020 1 20713  8
4 4 2½ 4.534 1 20718  8
4 4 3 4.853 1 20723  8
4 4 4 5.841 1 20708  8

 Viega  ProPress  tee
 Smart  Connect feature, Zero Lead
 - For use with ASTM B88 tubing
 - Bronze
 - Press connection, female pipe thread

Components
EPDM sealing elements

 Model  2917.2ZL

P1 P2 FPT Wt [lb] Quantity Part No  DG 

½ ½ ½ 0.233 5 79580  8
¾ ¾ ¼ 0.253 5 79585  8
¾ ¾ ½ 0.304 5 79590  8
¾ ¾ ¾ 0.348 5 79595  8
1 1 ½ 0.414 5 79760  8
1 1 ¾ 0.492 5 79765  8

1¼ 1¼ ½ 0.529 1 79770  8
1¼ 1¼ ¾ 0.625 1 79775  8
1½ 1½ ½ 0.809 1 79780  8
1½ 1½ ¾ 0.900 1 79785  8
2 2 ½ 1.150 1 79790  8
2 2 ¾ 1.300 1 79795  8

 Viega  ProPress  XL-C  tee
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection, female pipe thread

Components
EPDM sealing elements

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0917.2XL

P1 P2 FPT Wt [lb] Quantity Part No  DG 

2½ 2½ ¾ 1.541 1 20883  8
2½ 2½ 2 2.149 1 20878  8
3 3 ¾ 2.043 1 20893  8
3 3 2 2.777 1 20888  8
4 4 ¾ 3.474 1 20873  8
4 4 2 4.293 1 20868  8
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