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ViegaProPressisthetrustedcopperpressjoiningsolution.Sinceits
introductionin1999,ithasreducedoveralljobcosts,savedtime
andincreasedreliabilityonjobsitesacrosstheglobe.Viegaisthe
onlycompanywithSmartConnect,anengineeredfeaturethathelps
installerseasilyidentifyanunpressedfitting,providingthemwith
addedconfidenceintheirconnections.Withsystem-matchedtools
andjaws,connectionsaremadeinlessthansevenseconds,making
ViegaProPresssuitableforvirtuallyanytypeofproject.

FEATURES AND BENEFITS

• Availableinsizes½"to4"
• Customizablewiththreesealingelements,EPDM,HNBRandFKM
• Morethan600engineeredfittingconfigurationsforcopper
• Approvedformorethan150differentapplications

CODES AND STANDARDS
• ABS:AmericanBureauofShipping
• CRN:CanadianRegistrationNumber
• CSAInternational:CanadianStandardsAssociation
• FM:FMGlobal
• IAPMO:UniformPlumbingCode
• ICC:InternationalPlumbingCode
• NFPA13,13Dand13R:FireSprinklerApplications
• NSF/ANSI61:DrinkingWaterSystemComponentsHealthEffects
• NSF/ANSI372:DrinkingWaterSystemComponentsLeadContent
• PHCC:NationalStandardPlumbingCode
• UL:UnderwritersLaboratories

LISTINGS AND CERTIFICATIONS
• CRN0A14541.5A/B/C
• CSAMSE-13
• FMClass1920
• IAPMOPS117
• ICC-ESPMG-1037
• NSF61
• NSF372
• ULC/ORD213

ZERO LEAD
ReferencestoZeroLeadthroughoutthispublicationmeanproduct
meetingtherequirementsofNSF61-Gthroughtestingunder
NSF/ANSIStandard372(0.25%orlesspercentmaximumweighted
averageleadcontent).

NOTE
AGreenDotonaViegaProPressfittingindicatestheSmartConnect
featurewithanEPDMsealingelement.
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 Viega  ProPress  tailpiece
 Smart  Connect feature, Zero Lead
 - For use with ASTM B88 tubing
 - Bronze
 - Press connection, female union BSP

Components
EPDM sealing element, EPDM flat gasket

 Model  2957ZL

P F BSP Wt [lb] Quantity Part No  DG 

½ 1 0.223 1 79800  8
¾ 1 0.253 1 79805  8
1 1 0.309 1 79810  8
1 1¼ 0.379 1 79815  8

Couplings

 Viega  ProPress  coupling
With stop
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

 Model  2915

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.080 10 78047  8
¾ ¾ 0.131 10 78052  8
1 1 0.163 5 78057  8

1¼ 1¼ 0.238 1 78062  8
1½ 1½ 0.474 1 78067  8
2 2 0.604 1 78072  8

 Viega  ProPress  XL-C  coupling
With stop
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0915XL

P1 P2 Wt [lb] Quantity Part No  DG 

2½ 2½ 1.210 1 20728  8
3 3 1.668 1 20733  8
4 4 2.881 1 20738  8

 Viega  ProPress  coupling
No stop
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

 Model  2915.3

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.080 10 78172  8
¾ ¾ 0.131 10 78177  8
1 1 0.163 5 78182  8

1¼ 1¼ 0.231 1 78187  8
1½ 1½ 0.472 1 78192  8
2 2 0.604 1 78197  8

 Viega  ProPress  extended coupling
No stop
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

 Model  2915.5

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.136 5 79005  8
¾ ¾ 0.212 5 79010  8
1 1 0.284 5 79015  8

1¼ 1¼ 0.394 1 79020  8
1½ 1½ 0.679 1 79025  8
2 2 0.912 1 79030  8

 Viega  ProPress  XL-C  coupling
No stop
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing elements

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0915.5XL

P1 P2 Wt [lb] Quantity Part No  DG 

2½ 2½ 1.201 1 20743  8
3 3 1.664 1 20748  8
4 4 2.865 1 20753  8
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