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ViegaProPressisthetrustedcopperpressjoiningsolution.Sinceits
introductionin1999,ithasreducedoveralljobcosts,savedtime
andincreasedreliabilityonjobsitesacrosstheglobe.Viegaisthe
onlycompanywithSmartConnect,anengineeredfeaturethathelps
installerseasilyidentifyanunpressedfitting,providingthemwith
addedconfidenceintheirconnections.Withsystem-matchedtools
andjaws,connectionsaremadeinlessthansevenseconds,making
ViegaProPresssuitableforvirtuallyanytypeofproject.

FEATURES AND BENEFITS

• Availableinsizes½"to4"
• Customizablewiththreesealingelements,EPDM,HNBRandFKM
• Morethan600engineeredfittingconfigurationsforcopper
• Approvedformorethan150differentapplications

CODES AND STANDARDS
• ABS:AmericanBureauofShipping
• CRN:CanadianRegistrationNumber
• CSAInternational:CanadianStandardsAssociation
• FM:FMGlobal
• IAPMO:UniformPlumbingCode
• ICC:InternationalPlumbingCode
• NFPA13,13Dand13R:FireSprinklerApplications
• NSF/ANSI61:DrinkingWaterSystemComponentsHealthEffects
• NSF/ANSI372:DrinkingWaterSystemComponentsLeadContent
• PHCC:NationalStandardPlumbingCode
• UL:UnderwritersLaboratories

LISTINGS AND CERTIFICATIONS
• CRN0A14541.5A/B/C
• CSAMSE-13
• FMClass1920
• IAPMOPS117
• ICC-ESPMG-1037
• NSF61
• NSF372
• ULC/ORD213

ZERO LEAD
ReferencestoZeroLeadthroughoutthispublicationmeanproduct
meetingtherequirementsofNSF61-Gthroughtestingunder
NSF/ANSIStandard372(0.25%orlesspercentmaximumweighted
averageleadcontent).

NOTE
AGreenDotonaViegaProPressfittingindicatestheSmartConnect
featurewithanEPDMsealingelement.

ProPress
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 Viega  ProPress  adapter
Zero Lead
 - For use with  Viega  ProPress fittings
 - Bronze
 - Street, female pipe thread

 Model  2912.1ZL

FTG FPT Wt [lb] Quantity Part No  DG 

½ ⅜ 0.069 5 79425  8
½ ½ 0.104 5 79430  8
½ ¾ 0.141 5 79435  8
¾ ½ 0.111 5 79440  8
¾ ¾ 0.143 5 79445  8
1 ½ 0.169 1 79455  8
1 1 0.257 1 79450  8

1¼ ½ 0.278 1 79460  8
1¼ 1¼ 0.401 1 79465  8
1½ 1½ 0.517 1 79470  8
2 2 0.844 1 79475  8

 Viega  ProPress  XL-C  adapter
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection, female pipe thread

Components
EPDM sealing element

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0912XL

P FPT Wt [lb] Quantity Part No  DG 

2½ 2½ 1.821 1 20819  8
3 3 2.931 1 20829  8
4 4 4.404 1 20839  8

 Viega  PEX  Press  adapter
 Smart  Connect feature, Zero Lead
 - For transitioning between  Viega  PEX  Press 
and  Viega  ProPress

 - Bronze
 - Press connection

Components
EPDM sealing elements

Note
ProPress tool and jaw required

 Model  2813PZL

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.076 10 99620  6
½ ¾ 0.115 10 99626  6
¾ ½ 0.078 10 99630  6
¾ ¾ 0.115 10 99640  6
1 ¾ 0.136 10 99645  6
1 1 0.185 10 99660  6

1¼ 1 0.236 5 99665  6
1¼ 1¼ 0.283 5 99670  6
1½ 1 0.276 5 99675  6
1½ 1½ 0.443 5 99680  6
2 1 0.459 5 99685  6
2 2 0.723 5 99690  6

Flanges

 Viega  ProPress  adapter flange
2 - pc
 Smart  Connect feature, Zero Lead
 - For use with ASTM B88 tubing
 - Bronze
 - Press connection

Components
EPDM sealing element

 Model  2959.5ZL

P BP Wt [lb] Quantity Part No  DG 

1 4 2.799 1 79680  8
1¼ 4 3.196 1 79685  8
1½ 4 3.857 1 79690  8
2 4 5.733 1 79695  8

BP =  bolt pattern

 Viega  ProPress  XL-C  adapter flange
2 - pc
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection

Components
EPDM sealing element

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0959.5XL

P BP Wt [lb] Quantity Part No  DG 

2½ 4 6.762 1 20853  8
3 4 7.648 1 20858  8
4 8 10.957 1 20863  8

BP =  bolt pattern
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