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ViegaProPressisthetrustedcopperpressjoiningsolution.Sinceits
introductionin1999,ithasreducedoveralljobcosts,savedtime
andincreasedreliabilityonjobsitesacrosstheglobe.Viegaisthe
onlycompanywithSmartConnect,anengineeredfeaturethathelps
installerseasilyidentifyanunpressedfitting,providingthemwith
addedconfidenceintheirconnections.Withsystem-matchedtools
andjaws,connectionsaremadeinlessthansevenseconds,making
ViegaProPresssuitableforvirtuallyanytypeofproject.

FEATURES AND BENEFITS

• Availableinsizes½"to4"
• Customizablewiththreesealingelements,EPDM,HNBRandFKM
• Morethan600engineeredfittingconfigurationsforcopper
• Approvedformorethan150differentapplications

CODES AND STANDARDS
• ABS:AmericanBureauofShipping
• CRN:CanadianRegistrationNumber
• CSAInternational:CanadianStandardsAssociation
• FM:FMGlobal
• IAPMO:UniformPlumbingCode
• ICC:InternationalPlumbingCode
• NFPA13,13Dand13R:FireSprinklerApplications
• NSF/ANSI61:DrinkingWaterSystemComponentsHealthEffects
• NSF/ANSI372:DrinkingWaterSystemComponentsLeadContent
• PHCC:NationalStandardPlumbingCode
• UL:UnderwritersLaboratories

LISTINGS AND CERTIFICATIONS
• CRN0A14541.5A/B/C
• CSAMSE-13
• FMClass1920
• IAPMOPS117
• ICC-ESPMG-1037
• NSF61
• NSF372
• ULC/ORD213

ZERO LEAD
ReferencestoZeroLeadthroughoutthispublicationmeanproduct
meetingtherequirementsofNSF61-Gthroughtestingunder
NSF/ANSIStandard372(0.25%orlesspercentmaximumweighted
averageleadcontent).

NOTE
AGreenDotonaViegaProPressfittingindicatestheSmartConnect
featurewithanEPDMsealingelement.
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 Viega  ProPress  ball valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection, hose connection
 - Full port

Components
Lockable metal handle, stainless steel ball, 
EPDM sealing element

Note
NH threads (garden hose)

 Model  2971.6ZL

P Hose Wt [lb] Quantity Part No  DG 

½ ¾ 0.549 1 79875 8
¾ ¾ 0.719 1 79876 8

 Viega  ProPress  ball valve
 Smart  Connect feature
 - For non-potable application
 - Bronze/brass
 - Press connection
 - Full port

Components
EPDM sealing elements

 Model  2973

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.317 1 24000  8
¾ ¾ 0.945 1 24005  8
1 1 1.390 1 24010  8

1¼ 1¼ 2.199 1 24015  8
1½ 1½ 3.049 1 24020  8
2 2 5.234 1 24025  8

 Viega  ProPress  ball valve
 Smart  Connect feature
 - For non-potable application
 - Bronze/brass
 - Press connection, female pipe thread
 - Full port

Components
EPDM sealing element

 Model  2973.1

P FPT Wt [lb] Quantity Part No  DG 

½ ½ 0.580 1 24030  8
¾ ¾ 0.675 1 24035  8
1 1 1.182 1 24040  8

 Viega  ProPress  ball valve
 Smart  Connect feature
 - For non-potable application
 - Bronze/brass
 - Press connection, hose connection
 - Full port

Components
EPDM sealing element

Note
NH threads (garden hose)

 Model  2973.3

P Hose Wt [lb] Quantity Part No  DG 

½ ¾ 0.661 1 24090 1 8
¾ ¾ 0.992 1 24095 1 8

1) Available soon!

 Viega  ProPress  check valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection
 - Inline

Components
EPDM sealing elements

 Model  2974ZL

P1 P2 Wt [lb] Quantity Part No  DG 

½ ½ 0.180 1 79035  8
¾ ¾ 0.280 1 79040  8
1 1 0.454 1 79045  8

1¼ 1¼ 0.639 1 79050  8
1½ 1½ 0.961 1 79055  8
2 2 1.873 1 79060  8

 Viega  ProPress  butterfly valve
 - For non-potable application
 - Suitable for  Viega  ProPress  bolt set 
 Model  2873.89

 - Ductile iron
 - Lug style

Components
Stainless steel disc and stem, EPDM liner

 Model  2873.81

d BP Wt [lb] Quantity Part No  DG 

2½ 4 7.263 1 22074  8
3 4 7.963 1 22075  8
4 8 16.215 1 22076  8

BP =  bolt pattern
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