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ViegaProPressisthetrustedcopperpressjoiningsolution.Sinceits
introductionin1999,ithasreducedoveralljobcosts,savedtime
andincreasedreliabilityonjobsitesacrosstheglobe.Viegaisthe
onlycompanywithSmartConnect,anengineeredfeaturethathelps
installerseasilyidentifyanunpressedfitting,providingthemwith
addedconfidenceintheirconnections.Withsystem-matchedtools
andjaws,connectionsaremadeinlessthansevenseconds,making
ViegaProPresssuitableforvirtuallyanytypeofproject.

FEATURES AND BENEFITS

• Availableinsizes½"to4"
• Customizablewiththreesealingelements,EPDM,HNBRandFKM
• Morethan600engineeredfittingconfigurationsforcopper
• Approvedformorethan150differentapplications

CODES AND STANDARDS
• ABS:AmericanBureauofShipping
• CRN:CanadianRegistrationNumber
• CSAInternational:CanadianStandardsAssociation
• FM:FMGlobal
• IAPMO:UniformPlumbingCode
• ICC:InternationalPlumbingCode
• NFPA13,13Dand13R:FireSprinklerApplications
• NSF/ANSI61:DrinkingWaterSystemComponentsHealthEffects
• NSF/ANSI372:DrinkingWaterSystemComponentsLeadContent
• PHCC:NationalStandardPlumbingCode
• UL:UnderwritersLaboratories

LISTINGS AND CERTIFICATIONS
• CRN0A14541.5A/B/C
• CSAMSE-13
• FMClass1920
• IAPMOPS117
• ICC-ESPMG-1037
• NSF61
• NSF372
• ULC/ORD213

ZERO LEAD
ReferencestoZeroLeadthroughoutthispublicationmeanproduct
meetingtherequirementsofNSF61-Gthroughtestingunder
NSF/ANSIStandard372(0.25%orlesspercentmaximumweighted
averageleadcontent).

NOTE
AGreenDotonaViegaProPressfittingindicatestheSmartConnect
featurewithanEPDMsealingelement.
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Adapters

 Viega  ProPress  adapter
 Smart  Connect feature, Zero Lead
 - For use with ASTM B88 tubing
 - Bronze
 - Press connection, male pipe thread

Components
EPDM sealing element

 Model  2911ZL

P MPT Wt [lb] Quantity Part No  DG 

½ ⅜ 0.090 10 79210  8
½ ½ 0.105 10 79215  8
½ ¾ 0.149 10 79220  8
¾ ½ 0.147 10 79225  8
¾ ¾ 0.159 10 79230  8
¾ 1 0.238 10 79235  8
1 ¾ 0.229 10 79240  8
1 1 0.259 10 79245  8
1 1¼ 0.450 10 79250  8

1¼ 1 0.317 1 79255  8
1¼ 1¼ 0.441 1 79260  8
1¼ 1½ 0.521 1 79265  8
1½ 1¼ 0.599 1 79270  8
1½ 1½ 0.538 1 79275  8
1½ 2 0.934 1 79280  8
2 1½ 0.842 1 79285  8
2 2 0.906 1 79290  8

 Viega  ProPress  adapter
Zero Lead
 - For use with  Viega  ProPress fittings
 - Bronze
 - Street, male pipe thread

 Model  2911.1ZL

FTG MPT Wt [lb] Quantity Part No  DG 

½ ⅜ 0.069 5 79375  8
½ ½ 0.103 5 79380  8
½ ¾ 0.137 5 79385  8
¾ ½ 0.102 5 79390  8
¾ ¾ 0.148 5 79395  8
1 ¾ 0.177 5 79400  8
1 1 0.245 5 79405  8

1¼ 1¼ 0.499 1 79410  8
1½ 1½ 0.560 1 79415  8
2 2 0.910 1 79420  8

 Viega  ProPress  XL-C  adapter
 Smart  Connect feature
 - For use with ASTM B88 tubing
 - Copper
 - Press connection, male pipe thread

Components
EPDM sealing element

Note
Must be installed with  Viega  ProPress  XL-C 
rings and V2 actuator.

 Model  0911XL

P MPT Wt [lb] Quantity Part No  DG 

2½ 2½ 1.585 1 20823  8
3 3 2.314 1 20828  8
4 4 3.643 1 20838  8

 Viega  ProPress  adapter
 Smart  Connect feature, Zero Lead
 - For use with ASTM B88 tubing
 - Bronze
 - Press connection, female pipe thread

Components
EPDM sealing element

 Model  2912ZL

P FPT Wt [lb] Quantity Part No  DG 

½ ⅜ 0.083 10 79295  8
½ ½ 0.120 10 79300  8
½ ¾ 0.151 10 79305  8
¾ ½ 0.145 10 79310  8
¾ ¾ 0.174 10 79315  8
1 ½ 0.181 10 79320  8
1 ¾ 0.206 10 79325  8
1 1 0.277 10 79330  8
1 1¼ 0.366 10 79335  8

1¼ ½ 0.220 1 79340  8
1¼ 1 0.308 1 79345  8
1¼ 1¼ 0.388 1 79350  8
1¼ 1½ 0.463 1 79355  8
1½ 1¼ 0.331 1 79360  8
1½ 1½ 0.546 1 79365  8
2 2 0.765 1 79370  8
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