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ANGLE NOSE SLIP JOINT PLIERS 
PLASTIC GRIPPED HANDLES ARE INTENDED FOR COMFORT & GRIP.  THEY ARE NOT INTENDED FOR PROTECTION AGAINST ELECTRIC SHOCK. 

 
GRIPPED & POLISHED 

PART #    OAL   ADJ  JAW   INFORMATION  HANDLE  

  G250P    5”    3   1/2"   IGNITION    RED GRIPS 

G251P    6-3/4”  3   3/4”   WIRE CUTTER   RED GRIPS 

  G251FP    6-3/4”  3   3/4"   FLUSH FASTENER  RED GRIPS 

  G253P    10”   7   2-1/8”  WATER PUMP  RED GRIPS 

   G428N    10”   7   2-1/8”  SMOOTH JAW   RED GRIPS 

G254P    11”   7   2-1/8”  NOTCHED NOSE  RED GRIPS 

  G256PSP   3-PIECE SET W/ VINYL POUCH (G250P, G251P & G253P) 

 

SETS  (CLAMSHELL PACKAGING – NO POUCH) 

G255P   2-PIECE PLIERS SET   (G251P & G253P) 

G256P   3-PIECE PLIERS SET   (G250P, G251P & G253P) 

 

KNURLED 

  5S      5”    3   1/2”   IGNITION    NO GRIPS  

  11S     11”   7   2-1/8”  NOTCHED NOSE  KNURLED 

 

  

G253P 

G256P 

Angle-Nose Pliers 
Jaws are milled with deep, self-gripping pipe wrench style teeth. Bolts are hardened. The 10” and 11” are 
equipped with a Grip Tight Clip™ which pulls the bolt into positive alignment in its slot when pliers are under 
pressure.  The 11” has a Notched Nose which fits vertical rib on basket strainer nut as well as hub caps and dust 
covers.  The 428N has a Smooth Jaw, intended to prevent marring on brass, copper, chrome, nickel, PVC and 
other materials.  The G251P, G262P, G263P, and G264P have a Wire Cutter in the throat of the pliers.  Note:  The 
Flush Fastener  nut and bolt is NOT guaranteed if using the wire cutter for #9 or larger gauge wire.  
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