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Dyn-O-Wrap
▪  Excellent adhesion to ductwork, yet easily removable without leaving residue.
▪ Color: Dark blue tint, UV resistant and waterproof
▪ Packaged in box

Item # Code Description Packaging

13380 DW24-200 Dyn-O-Wrap 24’’ x 200’ 6 Rolls/Box

13384 DW36-200 Dyn-O-Wrap 36’’ x 200’ 1 Roll/Box
13388 DW48-200 Dyn-O-Wrap 48” x 200’ 1 Roll/Box

Puncture Resistant Dyn-O-Wrap & Reverse Puncture Resistant Dyn-O-Wrap

▪  Excellent adhesion to ductwork, yet easily removable without leaving residue.
▪ Color: Light blue tint, UV resistant and waterproof
▪ Packaged in poly bag

Item # Code Description Ft per roll Packaging

13382 PRW24-200 Puncture Resistant Dyn-O-Wrap 24” x 200’ 200’ 1 Roll

13386 PRW36-200 Puncture Resistant Dyn-O-Wrap 36” x 200’ 200’ 1 Roll

13389 PRW48-200 Puncture Resistant Dyn-O-Wrap 48” x 200’ 200’ 1 Roll

13344 PRW24-400 Puncture Resistant Dyn-O-Wrap 24” x 400’ 400’ 1 Roll

13345 PRW36-400 Puncture Resistant Dyn-O-Wrap 36” x 400’ 400’ 1 Roll

13346 PRW48-400 Puncture Resistant Dyn-O-Wrap 48” x 400’ 400’ 1 Roll

13392 RPRW24-200 Reverse Puncture Resistant Dyn-O-Wrap 24” x 200’ 200’ 1 Roll

13393 RPRW36-200 Reverse Puncture Resistant Dyn-O-Wrap 36” x 200’ 200’ 1 Roll

13394 RPRW48-200 Reverse Puncture Resistant Dyn-O-Wrap 48” x 200’ 200’ 1 Roll

Skid Quantity is 100 Rolls.

A self-adhesive film which can protect uninstalled duct sections from the 
intrusion of contaminates.  Available in different sizes and several varieties, 
including Puncture Resistant Wrap and Reverse Puncture Resistant Wrap.

• Thicker than most other duct wrapping films

• Easily removable without leaving residue

• Elongation: Twice its original length

• Weathering: UV resistant and waterproof

• Durable and flexible

• Self-adhesive surface

• Excellent adhesion to duct

• Tensile Strength: Minimum 10 psi


